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zone A\ piscouNts 
For Window and Door Commodities Dealer Price List Issued July, 1939 


FREIGHT OR TRANSPORTATION CHARGES ALLOWED ZONE A 


PRICED ON CONSUMER 
PRODUCTS PAGES TOTAL LIST PRICE DISCOUNTS pineaunts 


487% 


pisos Double-H Windows; 9 37% 
Screens and 48% 


ee $3000 
Tempryte Windows for same. 00 & Over 42% 


ace Casement Windows and Doors; 19, 21, 23, 


Fins, Wood Surrounds, Mullions, and 25, 27, 28, 47% 


56% 
56% 


— $1000 
Tempryte Windows for Casements. and 31 Seep & Over 50% 
(See bottom bracket for Screens) : 


Basement and Utility Windows; Under 50 units 50% 
Screens for same. 50 units & over 50% 


Lintels and Coal Chutes Under 50 units 50% 
50 units & over 50% 


(RE SDSS SERPS Ree HCN Sele he Garment, 
ay Pivoted Windows ‘$0 — $1000 45% 
Commerci 48% 


59% 
62% 


59% 
62% 


54% 


cial Projected Windows 54% 


“Security Windows 


Industrial Doors and Frames 48% 


= — $1000 
1000 & Over 51% 
‘Screens for Residence Casements, 17, 19,21, 23, 25, $0 — $1000 52% 


for C cial Projected Windows, 39 $1000 & Over 54% 
and for Security Windows. : 40 - a 


Credit Terms: Net 30 days from date of shipment. 
Sales or Use Taxes are not included. 


57% 
57% 


60% 
60% 


Zone A consists of the following states: 
Iowa Michigan New York Tennessee 
Kentucky Minnesota North Carolina Vermont 
Maine Missouri Ohio Virginia 
Maryland New Hampshire Pennsylvania West Virginia 
Massachusetts New Jersey Rhode Island Wisconsin 


The marginal cities of Fargo, N. D., Omaha, Nebr., and Kansas City, Kan., are also in Zone A. 


Effective August 1, 1939 
All Prices and Discounts Subject to Change without Notice, 
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WHAT IS BONDERIZING! 


In standard practice, Truscon Bonderizes all Residential 
Double-Hung Windows, Residence Casements, Basement 
Windows and Formed Steel Lintels. 


Difficulty of maintaining paint finishes is due to three 
main causes: (1) corrosion of the underlying metal, 
(2) lack of adhesion of the paint film and, (3) lack of 
durability of the organic paint film itself. The function 
of the Bonderizing process is to provide the steel surface 
with a rust resisting coating, which, in turn, forms the 
basis for overcoming the first two of these difficulties. 
The third is overcome by the use of Truscon’s special 
paint formula. 


Truscon’s Bonderizing and painting equipment is 100% 
automatic. A mechanical conveying system carries the 
windows through the eleven different washing, dipping, 
rinsing, drying, painting and baking operations which, 
together, form this scientific rust-resisting treatment. 


The Bonderizing process converts the surface of the steel 
to a protective coating through the chemical reaction 
between the metal and the Bonderizing chemicals. The 
resultant composition is insoluble in water and hence 
highly resistant to moisture. Chemically, it is a non- 
metallic phosphate coating composed of millions of mic- 
roscopic crystals, integral with the metal. Its fine-grain, 
toothed surface provides a perfect mechanical bond, se- 
curely anchoring the paint to the steel. 


Should the paint film become scratched or broken down 
in any way, rust will be confined solely to the damaged 


area. The tight Bonderized coat sets up an effective re- 
sistance to the creeping of moisture, and with it the rust 
area, beneath the adjacent undamaged paint film. 


This special process also thoroughly cleans the steel sur- 
face by completely removing the last traces of any grease 
or surplus oil that may have been picked up and carried 
along by the steel in the cutting and forming operations 
incident to fabrication.. It also neutralizes any residual 
alkali or surface rust remaining on the steel. 


After Bonderizing and drying, the automatic machinery 
immerses the windows in a paint tank. Truscon’s dark 
gray primer is a high grade Bakelite base (phenol-resin) 
paint made to a special formula. After the surplus paint 
has drained off, the windows are baked for one hour in 
a heat of 300°. The final result is an extremely tough, 
tight primer, highly resistant to abrasion and forming a 
perfect base for field painting, either in lead and oil, or 
in the newer, quick-drying enamels. 


A number of years experience in the automotive field as 
well as actual exposure tests have demonstrated that a 
good quality prime coat will have from three to five 
times greater life with Bonderizing than when applied 
to ordinary steel surfaces. 


The obvious economy of reduced maintenance costs 
throughout the entire life of the building structure, 
prompts the careful buyer to insist upon Truscon Bond- 
erized windows. 














TRUSCON RESIDENTIAL 
DOUBLE-HUNG STEEL 
WINDOWS 


SERIES 138 


The new Truscon residential double-hung steel 
window incorporates. many original features not 
found in any similar product. Of major importance 
is the tubular construction of sash members. The 
molded design adds greatly to the strength, dura- 
bility, and finished appearance of the window. 
Weights and cords are eliminated. Operation is 
controlled by four high quality spring-balances 
equipped with tapes of Enduro stainless steel. 
Quiet, positive action and long trouble-free life 
are assured. Each window is completely factory 
weatherstripped with spring bronze. The gener- 
ous weatherstripping design eliminates loose, 
leaky and rattling sash. 


Screening is easily and attractively accomplished 
through the inclusion of a rebate or staff mold on 
the exterior of the window frame, permitting flush 
installation of screens and Tempryte Insulating 
Windows. The lower half of the window only 
may be screened with Fixed Half Screens or the 
entire opening may be screened with Top-Hung 
Full Screens. 


Keeping pace with the latest and most beneficial 
contributions to home comfort, Truscon offers the 
Tempryte Insulating Window. In air-conditioned 
homes, Tempryte windows may be used through- 
out the entire year. If natural ventilation during 





mild weather is desired, Tempryte windows are 
easily stored while screens are in place. 


Truscon residential double-hung windows are 
highly rust-resistant due to the Bonderizing proc- 
ess applied to form an efficient bond for the Bake- 
lite (phenol-resin) base paint coat, oven-baked. 


To protect the fine finish on these windows from 
damage in shipment or storage, they are packaged 
in heavy box-board cartons. Users are thus as- 
sured that windows delivered to the job are in 
good condition and ready for immediate installa- 
tion, without additional field labor of any type. 


Four window types in 24 sizes cover all require- 
ments from clear pane upper and lower sash to 
many standard arrangements of vertical or hori- 
zontal muntin bars. Thus, this new Truscon win- 
dow freely lends itself to any type of architec- 
tural design. 
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MEETING RAIL 
Inside View 





JAMB 
Inside View 





SILL 
Inside View 





SPREADER CLIP 
Inside View 


DETAILS OF CONSTRUCTION 


HEAD: Head and jamb members are tele- 
scoped at corners and welded to provide an 
extremely rigid frame. Section is designed 
to include plaster stop on interior and 
screen and Tempryte Window rebate on 
the exterior. Spring bronze weatherstrip- 
ping is attached to top rail of sash assuring 
perfect weathering. 


SPRING BALANCES: Two spring balances 
located at each corner of the head section, 
completely enclosed in a protective metal 
housing, provide continuous, trouble-free 
operation. Tapes of Enduro Stainless Steel 
are attached to sash. Spring balances are 
guaranteed against mechanical defect. 


MEETING RAIL: Includes interlocking con- 
tact for the upper and lower sash rails and 
spring bronze weatherstripping. The de- 
sign of cold rolled tubular sash rails devel- 
ops maximum strength and rigidity. 


GLAZING CLIPS: Windows are glazed from 
the outside. Glass must be embedded in 
putty to avoid direct contact with steel. 
The copper clad, spring steel wire glazing 
clips are put in place, as shown, and the 
face putty applied. Steel window putty 
must be used. 


JAMB: Spring bronze weatherstripping is 
continuous from head to sill in both sash 
guides. In addition to acting as an efficient 
weatherstripping with double contact for 
both sash, the spring bronze forms a guide 
for the sash which results in ease of oper- 
ation. In this view the interior plaster 
stop and the exterior rebate for screen and 
Tempryte window are readily apparent. 


SWEEP LOCK: Sweep lock is attached to 
meeting rail with metal screws. Lock is 
available in standard steel; Enduro Stain- 
less Steel, satin finish or solid bronze, me- 
dium statuary finish. Strike is furnished 
rust-proofed and painted to match window. 


SILL: The outside of this section is rolled 
with double step which provides two-point 
contact weathering with sash rail. This 
feature, with the spring bronze weather- 
stripping, offers added resistance to air 
infiltration. 


PULL DOWN HANDLE: The pull down han- 
dle is attached to the bottom rail of the 
upper sash before shipment. This handle 
is shaped for an easy grip and is rust- 
proofed and painted to match the priming 
paint coat of the window. The pull down 
handle is standard on all sizes and types. 


LIFT HANDLES: Lift handles are attached 
to bottom rail with metal screws. They are 
available in standard steel; Enduro Stain- 
less Steel, satin finish or solid bronze, me- 
dium statuary finish. 


SPREADER CLIPS: A spreader clip is at- 
tached to each jamb after windows are com- 
pletely assembled and before packaging. 
These clips hold the upper and lower sash 
firmly together. They are not to be re- 
moved until windows are set in place and 
ready for glazing. Remove clips by bend- 
ing to a vertical position, pull upper sash 
down and clips will fall out. 
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SPRING BALANCES 
Inside View 





GLAZING CLIP 
Outside View 





SWEEP LOCK 
Inside View 





PULL DOWN HANDLE 
Inside View 





LIFT HANDLES 
Inside View 




















Standard Shade Bracket 





Combination Shade 
and Curtain Bracket 


MULLION DETAILS 


<\ ANGLE “A” MADE TO 
\ SUIT REQUIREMENTS 
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OBTUSE ANGLE MULLION 
FURNISHED ON SPECIAL ORDER_ONLY 
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MULLION. 


SHADE BRACKETS 





All windows are provided in upper corners with 


open drilled holes (114” on centers for No. 8 


self-tapping screws) to receive standard shade 


brackets. Standard shade bracket as illustrated 


2 at left, will be furnished by Truscon, if desired. 


Special shade brackets and combination brack- 


ets are to be furnished by others. 


Combination Shade, Curtain 
and Drapery Bracket 


GLASS 
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WINDOW OPNG 





When stone sills are used 

move structural member to 

clear stone. Structural mem- 

ad ant included by Truscon 
tee: 


CORNER. MULLION, 








Combination Venetian Blind 
and Drapery Bracket 







COVER. TO BE REMOVABLE 
TO ENCLOSE STRUCTURAL MEMBER 





WINDOW OPNG 
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SCREENS FOR 


TRUSCON RESIDENTIAL DOUBLE-HUNG 









































STEEL WINDOWS 


SERIES 138 
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TOP HUNG FULL SCREEN 


The top hung full screen covers the full window 
opening and provides protection against insects 
even when both sash are opened. It is located on 
the outside and does not interfere with the opening 
or closing of the sash. It is installed or removed 
easily and safely from within the room. This 
screen is hung on a bracket at each top corner and 
is secured at the jambs with cam acting latches. 
Screens for windows 4’-85%” and 5’-454” high have 
horizontal center braces. 


Screen frames are of tubular steel construction, 
qe” x 34”, electro-galvanized and finished with one 
coat of baked enamel. Bronze screen cloth is 16 
mesh (.0113” diameter) and is replaceable. 18 mesh 


cloth is available at slight extra cost. 
































































































































FIXED HALF SCREEN 


The fixed half screen is more economical than the 
top hung full screen, but covers the lower sash 
only. It is located on the outside and does not in- 
terfere with the opening or closing of the sash. It 
is installed or removed easily and safely from 
within the room. This screen is attached to the 
window with two fixed clips at one jamb and with 
two cam acting latches at the other. 


Screen frames are of tubular steel construction, 
ie” x ¥4”, electro-galvanized and finished with one 
coat of baked enamel. Bronze screen cloth is 16 
mesh (.0113” diameter) and is replaceable. 18 mesh 


cloth is available at slight extra cost. 





Tempryte Window with 


arms holding Window open. 


TEMPRYTE INSULATING WINDOW 


The Tempryte Insulating Window is 
attached to the outside of the Truscon 
Residential Double-Hung Steel Win- 
dow using same provisions as for 
screens. When ventilation is desired, 
Tempryte Insulating Windows are 
held open by arms provided at each 
lower corner. In homes equipped with 
air conditioning equipment, Tempryte 
Windows may be advantageously used 
throughout the year. However, when 
screens are installed, Tempryte Insul- 
ating Windows are easily removed and 
stored. All Tempryte windows are 
shipped knocked down and without 
glass. Metal screws for assembly are 
included. In the two larger heights 
Tempryte windows are horizontally 
divided into two lights. 





SILL VENTILATOR UNIT 


Sill ventilators, as illustrated above, 
can be furnished with the Tempryte 
Insulating Window or may be added 
at any time by trimming the glass 1344” 
at bottom. This unit allows moderate 
ventilation without opening the entire 
Tempryte window. 
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2230A 2630A 30:30A 
A TYPES -WITHOUT 





308 240B 260B 303%B 34503 
B-TYPESHORIZONTAL MUNTINS IN TOP @BOTTOM SASH 




































































































































































1830D 2230) 2630D © 3030D XE DAE 250E 303E  3430E  3030E 
D-TYPES-HORIZONTAL6 VERTICAL ni IN TOP SASH ONLY E'TYPES-HORIZONTAL& VERTICAL MUNTINSIN TOPEBOTTOM SASH 


FOR FULL SIZE SECTIONS SEE PLATE M-1 
GLASS SIZES SHOWN ARE, ACTUAL OPENING DIMENSIONS ARE, SHOWN 








TRUSCON STANDARD TYPES AND SIZES PLATE No. 
STEEL COMPANY | RESIDENTIAL DOUBLE-HUNG STEEL WINDOWS M-2 


Youngstown, Ohio Series 138 SEPTEMBER, 1938 











LIST PRICES—RESIDENTIAL DOUBLE-HUNG WINDOWS 


No. 138 Double-Hung Window list prices include 
*spring balances; sash lifts for lower sash; pull 
down handle for upper sash; sweep lock and strike, 
and glazing clips. Prices do not include glass, 
putty or glazing. 


Windows are Bonderized and painted one prime 
coat of baked-on paint. Windows are shop pre- 
pared for Truscon standard screens and Tempryte 
insulating windows. All No. 138 windows are as- 


sembled and adjusted at factory with standard 
hardware and weatherstripping attached, and are 
packaged in heavy cartons. 


Tempryte insulating windows are shipped knocked 
down and without glass; to be assembled and 
glazed by others. 


* Spring balances are designed for glass of double 
strength or equivalent weight; spring balances 
will not be furnished for glass of different weight. 


t6Cte————-—————————————— 














Window Top Tempryte 

Type A | Window | Window | Window Hung Fixed Insul’t’g 

; : Window No Type B Type D Type E Full Half Window 
Width Height Number* | Muntins | Muntins | Muntins | Muntins Screen Screen K. D. 
1’-914" x 3'-45%” 18-18 $14.20 $14.80 $15.10 $15.80 $2.80 $2.15 $3.50 
2’-114"” x 3'-454” 22-18 14.50 15.10 15.40 16.10 3.05 2.35 3.60 
2'-514” x 3'-454" 26-18 14.80 15.40 16.10 17.30 3.30 255 3.70 
2/944" x 3'-454” 30-18 15.10 15.70 16.40 17.60 3.55 2.75 3.80 
3'-1144" x 3'-454” 34-18 15.40 16.00 16.70 18.00 3.80 2.95 3.90 
3’-514" x 3-454" 38-18 15.70 16.30 17.50 19.20 4.05 S15 4.00 
1-914" x 4'-05%" 18-22 14.90 15.50 15.70 16.50 3.15 2.25 3.80 
2/194" x 4'-05%" 22-22 15.20 15.80 16.00 16.80 3.40 2.45 3.90 
2'-514" x 4'-054" 26-22 15.50 16.10 16.80 18.00 3.65 2.65 4.00 
2'-914" x 4'-05%" 30-22 15.80 16.40 17.10 18.30 3.90 2.85 4.10 

3'-1%4" x 4'-054" 34-22 16.10 16.70 17.40 18.70 4.15 3.05 4.20 ‘i 

3'-514" x 4-054" 38-22 16.40 17.00 18.30 20.00 4.40 3.25 4.30 
1’-914" x 4'-85%" 18-26 | 15.50 16.10 16.40 17.20 3.85 2.40 3.90 
2'-1144"” x 4'-85%” 22-26 15.80 16.40 16.70 17.50 4.15 2.60 4.05 
2’-514" x 4'-85%” 26-26 16.10 16.70 17.50 18.80 4.45 2.80 4.20 
2'-914" x 4'-85%” 30-26 16.40 17.00 17.80 19.10 4.75 3.00 4.35 
; 3’-1%4" x 4-85," 34-26 16.70 17.30 18.10 19.50 5.05 3.20 4.50 
i 3/-514" x 4-854" 38-26 17.00 17.60 19.00 20.80 5.35 3.40 4.65 
1-914" x 5'-454” 18-30 16.10 16.80 17.10 17.90 4.20 2.60 4.15 
2'-114" x 5'-454" 22-30 16.40 17.10 17.40 18.20 4.50 2.80 4.30 
2'-514" x 5-454" 26-30 16.70 17.40 18.20 19.50 4.80 3.00 4.45 
2/-954" x 5'-45%” 30-30 17.00 17.70 18.50 19.90 5.10 3.20 4.60 
3-144" x 5'-454” 34-30 17.30 18.20 18.80 20.30 5.40 3.40 4.75 
3’-514” x 5'-454” 38-30 17.60 18.40 19.70 21.60 5.70 3.60 4.90 


























* TO WINDOW NUMBER ADD SUFFIX A-B-D OR E TO SHOW MUNTIN BAR ARRANGEMENT—EXAMPLE 18-18A, 38-30E. 


f 
} 
ft 


MULLIONS 
Shipped Unattached 
NOTE: 

Height Standard Corner Obtuse (Obtuse angle mullions fur- 
| 3’-454" $1.70 $4.00 $6.00 nished on special order only) 
4'-05%" 2.00 4.50 6.75 

4'-854" 2.30 5.00 7.50 

5-454" 2.60 5.50 8.25 


LIST EXTRAS 


Masonry anchors, for solid masonry construction 
(two required. per jamb for windows 3'-45%” and 
4'-054" high; three required per jamb for all 


For sash lifts and sweep lock in medium statuary 
finish solid bronze, (shipped separately to be at- 
tached by buyer, no credit for return of standard 


th dd li HOY ctw cscs Ti ne ee 0.15 
hardware) add, list per window —200202200.0..-..-ecceeeeeenee- $1.00 ices vubea ill Rai ’ ‘ : 
\ Standard shade brackets, add list per pair ................ 0.50 
; Mastic, figure one pound for eight lineal feet Screen: For 18 mesh cloth in place of 16 mesh, 
Ht (mastic for mullions is furnished without charge) add “to screen ‘Prices | 247-<acie chemi Sorc 10% 
i add: list<pem pound. Coote bh is haere io ore 0.25 Tempryte Sill Ventilators, add list each .....00...0000.....- $1.50 


































TRUSCON 
RESIDENCE CASEMENTS 


STURDY SECTIONS 


Compare the weight and size of Truscon’s sections. 
Their sturdy size insures against ventilator “sag” 
and effectively resists distortion under normal 
conditions of use. No attempt to economize on 
weight of steel at the expense of strength and 
rigidity is evident in the generous size of Trus- 
con’s steel casement sections. 


COLD-ROLLING PROCESS 


Preliminary to cutting the steel to the lengths re- 
“quired for fabrication, all sections are passed 
through a series of rolls which cold-form the 
shapes to exact scheduled size and straighten them 
true to line. The value of the extra equipment and 
the additional labor required for this refinement 
lies in the resulting perfection of weathering con- 
tacts between the ventilator and window frame. In 
the Truscon product, these contacts are continuous 
and uniform,—not on the occasional window,— 
but on every unit of the 534 Light Casement de- 
signs which are catalogued. 





CORNER WELDS 


| Truscon’s shop process utilizes the more laborious 
grinding-by-hand operation to remove surplus 
welding material at all corner joints. This results 
in smooth uniform weathering contacts and accu- 
rately squared corners. The rigid inspection of all 
production before passing for bonderizing and 
painting insures adherence to the exacting quality 
standards usually found only in the highest grade 
custom-made casements. 
















HINGE CONSTRUCTION 


The “projection welding” method of applying the 
extension hinge-leaf to the ventilator, results in a 
stronger and yet less obtrusive construction than 
the customary riveting process with exposed rivet 
heads. Furthermore, Truscon’s system permits 
the positive lining up of the hinge-leaf on the 
frame with the hinge-leaf on the vent and. elimin- 
ates “hinge bind.” The steel rust-proofed hinge- 
pin, bronze-bushed, as used by Truscon, guards 
against loose, ill-fitting vents as may occur with 
bronze hinge pins under continued wear. 




















MUNTIN CONSTRUCTION 


Truscon manufactures a complete line of Horizon- 
tal Muntin designs and allows an appropriate re- 
duction in cost for these types. All Truscon cross 
joints are flush, thus contributing to a neat appear- 
ing and easily cleaned, interior window surface. 


PAINT FINISH 


In addition to the removal of mill scale by the cold- 
rolling process, Truscon’s bonderizing and baked- 
on painting operation is in accordance with the 
most advanced shop priming practice. Couple this 
scientific Bonderizing preparatory process with 
Truscon’s high grade Bakelite (phenol-resin) base 
dip-primer followed by not less than one hour’s 
oven baking at 300 degrees temperature and the re- 
sult is a tight, smooth, evenly laid, hard paint coat 
that withstands abrasion and has an effective life, 
three to five times greater than ordinary dip paint- 
ing, air-dried. This treatment affords an effective 
priming coat for the new enamel and brush lacquer 
paints as well as for ordinary lead and oil paints. 





QUALITY HARDWARE 


In the Roto types, the sturdy solid-bronze locking 
handle matches the exclusively designed Truscon 
gear operator. For Simplex vents, the die-cast 
bronze-finished locking handle is substantial in 
pattern and of pleasing design. Nothing can give 
an owner so much trouble as cheap or poorly de- 
signed hardware. Truscon’s hardware items are of 
the very highest quality obtainable. A compari- 
son with competing material will prove revealing. 


COLLATERAL EQUIPMENT 


The Screens and Insulating Windows are pro- 
duced in exclusive Truscon designs by the largest 
and foremost manufacturer of these products. At- 
taching provisions are positive and convenient. A 
die-cast “stool gauge” is furnished and shipped at- 
tached on all Roto Casements to insure accurate lo- 
cation of the stool during construction and before 
gear operator is attached. This refinement is only 
one of many offered by Truscon in the unexcelled 
quality of its Light Casement products. 
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RESIDENCE 
ROTO TYPE CASEMENTS 


Truscon Roto Steel Casements are equipped with 
worm drive operators which open or close the ven- 
tilators without the necessity of moving the 
screen. The ventilators are held securely in any 
open position. The concealed-latch locking han- 
dles provide positive cam action, drawing the ven- 


tilators tightly closed and weathertight. 


Roto casements are furnished in “full muntin” 
(Roto FM) and “horizontal muntin” (Roto HM) 
designs. With the exception of the larger glass 
lights in the Roto HM design, they are identical 
in construction. The larger glass size affords a 
saving in glazing costs as well as accentuating hor- 


izontal lines, architecturally. 


All glass, in ventilated units, can be washed from 
the interior side. All units are drilled, in upper 
corners for standard shade and drapery hardware 
(two holes .169” diameter, 114” on centers.) Case- 
ments are Bonderized as standard practice and 
given one dark gray prime coat of Bakelite (phe- 
nol-resin) base paint, oven-baked, at Youngstown 


factory. 


Fixed screens and Tempryte Insulating Windows 
can be used with these casements. This collateral 


equipment is described on page 13. 





ROTO “FM” 
FULL MUNTIN DESIGN 


Roto Full Muntin (Roto FM) 
design casements have stand- 
ard muntin arrangements for 
nominal 8” x12” glass lights. 


Locking handles are solid 
bronze unpolished, in 
bronze lacquer finish. Pol- 
ished bronze (medium sta- 
tuary finish) handles and 
operators are available at 
extra price. 


The Worm Drive Opera- 
tor, opens or closes the 
window without moving 
the screen and securely 
holds the ventilator in any 
open position. 


ROTO “HM” 
HORIZONTAL MUNTIN DESIGN 
Roto Horizontal Muntin 
(Roto HM) design casements 
have alternate vertical mun- 
tins omitted, resulting in nom- 
inal 16” x 12” glass lights. 
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FIXED SCREEN 





TEMPRYTE INSULATING WINDOW 








SCREENS AND TEMPRYTE 
WINDOWS FOR ROTO 
TYPE CASEMENTS 


SCREENS FOR ROTO CASEMENTS 


Truscon Roto Type Casement screens are at- 
tached to the inside of the window. They do not 
interfere with the ventilator opening or closing 
movement. They may be installed or taken off in 
a short time. Since it is not necessary to move the 
screen to operate the casement, there is no inter- 
ference with curtains, draperies or shades. 

A separate screen, is furnished for each ventilator. 
The convenience of single screen units is espe- 
cially appreciated when removing the screens to 
wash windows or to store during winter months. 
Screens are interchangeable for the same size ven- 
tilators, and require no tagging or other identifica- 
tion. Installation is simple. Three permanent 
screen clips are attached to the window and the 
screen is put into place by merely setting it on the 
bottom clip and engaging the spring latches into 
the two side clips. Clips and latches are incon- 
spicuous and do not mar the window appearance. 
Screen cloth is 16 mesh bronze wire .0113” in di- 
ameter. 18 mesh available at extra cost. Screen 
frames are steel with Bakelite gray enamel finish. 
All screens can be rewired. 






TEMPRYTE INSULATING WINDOWS 
FOR ROTO CASEMENTS 


Tempryte Insulating Windows meet the growing 
demand for better insulated homes and for all- 
season service in air conditioned homes. They can 
be used only with Truscon Roto Type Casements. 
Under conditions of normal moisture content for 
the interior air, Tempryte windows prevent con- 
densation and formation of ice film. These insul- 
ating windows are assembled and glazed complete 
with double strength clear glass at the factory. 
Integral ventilators permitting controlled ventila- 
tion at any time may be had provided order is 
placed with original contract. We recommend 
that at least one Tempryte window in each room 
be equipped with a ventilator. Casements will be 
prepared for Tempryte Windows only when the 
latter are included in the original order. 

For more complete information, send for Temp- 
ryte Insulating Window Catalog. 


Double strength 
clear glass 


: Electro galvanized 
Spring bronze | steel 


spline 4 | Baked enamel finish 


(Easily removed for glazing) 


Weathering seal 


Cutaway Section of Truscon Tempryte Window 
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RESIDENCE 
SIMPLEX TYPE 
CASEMENTS 


While Simplex Casements are priced lower than 
Roto Casements, the quality and workmanship are 
identical. The lower price level arises through 
the elimination of the worm drive operators and 
the substitution of friction-type hinges. 


Simplex Casements have cam locking handles 
with which ventilators are manually opened or 
closed. Hinges are of special friction design hold- 
ing the ventilator in any open position. 


Simplex Casements are furnished in “full muntin” 





SIMPLEX “FM” 
FULL MUNTIN 
DESIGN 
Simplex Full Muntin (Sim- 
plex FM) design casements 
have standard muntin ar- 
rangements for nominal 8” 
x 12” glass lights. 


SIMPLEX “HM” 
HORIZONTAL MUNTIN 
DESIGN 


Simplex Horizontal Mun- 
tin (Simplex HM) design 
casements have alternate 
vertical muntins omitted, 
resulting in nominal 16” x 
12” glass lights. 


(Simplex FM) and “horizontal muntin” (Simplex 
HM) designs. With the exception of the larger 
glass lights in the Simplex HM design, they are 
identical in construction. The larger glass size 
affords a saving in glazing costs as well as ac- 
centuating horizontal lines, architecturally. 


Simplex HM Casements are made only in those 
sizes most frequently used in residential building. 
All glass in ventilated units can be washed from 
the interior side. All units are drilled in upper 
corners for standard shade and drapery hardware 
(two holes .169” diameter, 114” on center.) Case- 
ments are Bonderized as standard practice and 
given one dark gray prime coat of Bakelite (phe- 
nol-resin) base paint oven baked at Youngstown 
factory. 


Simplex Casements are screened with Truscon 
wicket style screens as described on opposite page. 








Locking handles have cam 
action drawing ventilators 
weathertight. Locking han- 
dles are bronze-lacquered. Polished 
solid bronze handles, medium statuary 
finish, are available at extra price. 















Friction hinges hold ventilators in any position. 
Bronze washers and bushings affording friction 
contacts between ferrous and non-ferrous ma- 
terial only, assure long and trouble-free service. 




























SCREENS FOR SIMPLEX CASEMENTS 
















































































NOTE: Sliding the wicket to the left 
will serve to uncover the locking han- 
dle for the opposite ventilator. There- 
after, the wicket is moved back to a 
mid-position where it is automatically 
seated to fully cover the aperture op- 
posite both handles. 





WICKET SCREEN 


Truscon wicket screens, as designed for use with 
Simplex casements, offer a maximum of screening 
simplicity and economy. To open or close the 
ventilator, it is only necessary to slide open a small 
wicket. In Truscon’s exclusive design, the sliding 
wicket allows ample room (a full 8 inches) for 
the hand and arm to reach through the screen 


aperture when opening or closing the ventilator. 


The sliding wicket may be moved to its closed 
position when the window is pulled shut and 
locked, thus excluding any insects which may be 


trapped between the screen and ventilator. 


(For conditions or climates where it is absolutely 
essential that there be no opening of the window 
screen, the use of Roto type casements and fixed 


screens is recommended.) 


Truscon wicket screens are installed with clips on 
the interior side and are easily and quickly re- 
moved to wash the window or to place the screens 


in storage during the winter season. 


In keeping with the lower price level for Simplex 
Casements, wicket screens are furnished with one 
single screen covering a pair of adjacent ventila- 


tors occurring in any one window unit. 


Screen cloth is 16 mesh bronze wire .0113” in di- 
ameter. 18 mesh available at extra cost. Screen 
frames are steel with Bakelite gray enamel finish. 


All screens are rewireable. 
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CONTINUOUS FINS 





WOOD SURROUNDS 


CONTINUOUS FINS 
FOR 
RESIDENCE CASEMENTS 


ROTO AND SIMPLEX TYPES 


(For installation, see page 29) 


The use of continuous fins is recommended for all 
residence casements set in brick veneer or solid 
masonry installations. The continuous fins, at- 
tached to the casements before shipment, provide 
the most economical and weathertight method of 


installation. 


In veneer construction casements are attached 
direct to the wood framing with nails driven 
through holes punched in the fins before shipment. 
In solid masonry construction the fins provide a 


deep and weathertight anchorage. 


Fins are furnished only when ordered. They are 


priced as an extra. 


W00D ee 
FOR 
RESIDENCE CASEMENTS 


ROTO AND SIMPLEX TYPES 


(For installation, see page 29) 


Truscon wood surrounds, of unpainted, clear heart 
redwood, are recommended for use with all Case- 


ments when an outside molded trim is desired. 


Wood surrounds are shipped in exact sizes with 
all corners mitered or mortised ready for attach- 
ment to the casements. No further cutting is ne- 
cessary. Wood screws are included. Wood sur- 
rounds must be attached to casements before in- 


stallation. 


Wood surrounds are furnished only when ordered 
as an extra. For casements delivered from ware- 
house stock by truck they may be shipped on an 


“attached” basis. 











MULLIONS 
FOR 
RESIDENCE CASEMENTS 


ROTO AND SIMPLEX TYPES 


When two or more casement units are placed in 
one masonry opening, mullions must be used to 
join the units together. There are four styles of 
mullions: (1) Standard steel vertical mullions 
used to join casement units side by side in the 
same plane, (2) steel horizontal mullions used to 
join casement units one above the other, (3) “wood 
surround” mullions joining casement units to- 
gether in an opening set in wood surround, 
(4) steel pipe mullions used for joining casement 
units in corner windows or oriel bays. 


Mullions must be ordered as needed. They are 
listed at extra cost. 


ROTO "'SILL-CONTROL’’ LOCK 


AVAILABILITY 
Will be shipped from Youngstown only on special 
order. Minimum shipment—3 weeks. 


DESCRIPTION 

This new development in steel casement hardware 
permits the locking and unlocking of either a 
single vent or a pair of adjacent vents through the 
movement of a finger-grip lever located at the sill. 
The customary locking handles near the horizon- 
tal center line of vent are eliminated. The lever ac- 
tion actuates a vertical rod concealed in the space 
between the vent and sash frame members. The 
concealed keepers on the ventilator section are of 
the same design and in the same location as stand- 
ard for Roto Casements. The vertical rod carries 
a round bolt at its upper end which, in turn, en- 
gages with the vent keeper (or keepers, in the case 
of a double vented unit). 


ADVANTAGES 

Permits locking and unlocking of a window and 
complete vent control without raising Venetian 
blinds or shades. 


Gives the economy of a single screen to be in- 
stalled over two adjacent vents without the neces- 
sity of an aperture for locking handles. 


Affords maximum convenience of operation where 
sill height is above normal distance from floor. 


PRICES 
Window: Same as for similar Roto standard types. 
Screen: Type 42--$4.20; Type 43--$5.30; Type 44--$6.20. 
Other screens are priced same as for similar 
Roto standard types. 
Tempryte: Apply to Truscon District Office, 




















VERTICAL MULLIONS 
AND DETAILS 















Ya2oe¥e thus 


CORNER MULLION 
AND DETAIL 



























































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































ROTO “SILL-CONTROL” LOCK 
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| ROTO FM DESIGNS 


| RESIDENCE STEEL CASEMENTS 
| Stock Units Are Printed in Black 
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NOTES GLASS SIZES 


= 









All windows are viewed from the outside. Dimensions GLASS SIZES (For this page only) 
shown are masonry opening sizes. Actual window sizes All lights not lettered are size “A” 
are %4” smaller. See typical installation details. aes "912°" H, — 85%" x 1074” 
Mullions: See mullion details. B — 85%" x 125%" ec 874" a 1074" 
Handing of casements is determined by location of hinges er 85," x12 8, ea 83," c 107%” 
as viewed from the outside. When ordering single ven- D — 8%" x 1134” H, ae a, = oon 
tilator casements always specify whether right hand or n° = 46 51 12 4, > gore 954" 
left hand is required. F —11%4"x 1134" A Sex 125%" 
SYMBOLS H — 834" x 1134" Bi — 814" x 1134" 
VC = Ventilators located in center of window. Q — 8%" x 103%” Ct — 1134" x 1134” 
H = Ventilators located at jambs of window. R 854" x 105%” D' — 8%" x12 ” 
/L = Single ventilator casements which are made S 
either hinged at right hand or hinged at left hand. AN 
(Left hand are shown above.) WwW 
TH = Ventilator hinged at top. x 








LIST PRICES—ROTO FM DESIGN 


Stock units, shown in black on page 18, are available 
for immediate delivery, all others are made on order 
and shipped from factory. 


Roto FM casement list prices include: standard finish 
hardware, as illustrated on page 12 for side hinged 
ventilators, locking handle and friction holders for sill 
ventilators, push bar for transom ventilators; mastic; 
glazing clips; wood screws and sill anchors for installing 
windows in wood frame or wood bucks; tapped holes 
for fixed screen clips; drilled holes, (two holes .169” 
diameter 144” on centers in each upper corner) for 
standard shade and drapery brackets; bonderizing and 
one baked-on prime coat of gray paint. NO GLASS, 
PUTTY OR GLAZING IS INCLUDED. 


Casement Casement Screen Fin Wood Tempryte 
Unit Price Price Price Surround | Window 


Attached Price 





1212 $10.90 $2.80 $1.60 
1312 11.60 2.80 2.00 
1313 12.00 3.30 2.00 
1413 12.60 3.30 2.40 
1414 13.10 3.80 2.40 
1514 13.70 3.80 2.80 
1614 14.20 3.80 3.20 


2214 11.80 3.00 1.70 
2314 12.80 3.00 2.10 
2316 13.00 3.50 2.10 
2416 14.00 3.50 2.50 
2418 14.20 3.90 2.50 
2518 15.20 3.90 2.90 
2618 16.10 3.90 3.30 


2222 18.90 5.60 1.70 
2323 20.90 6.60 2.10 
2424 22.50 7.60 2.50 


3212VC || 13.50 2.80 1.90 
3312VC 15.00 2.80 2.30 
3313 VC 15.10 3.30 2.30 
3413VC 16.60 3.30 2.70 
3414VC 16.90 3.80 2.70 
3514VC 18.60 3.80 3.10 
3614VC 19.70 3.80 3.50 


4214VC 14.40 3.00 2.00 
4314VC 16.10 3.00 2.40 
4316VC 16.10 3.50 2.40 
4416VC 18.00 3.50 2.80 
4418VC 18.10 3.90 2.80 
4518VC 20.10 3.90 3.20 


$ 5.45 


























4618VC | 21.30 3.60 

4214JH | 13.90 2.00 

4314JH | 15.70 3.00 2.40 

4316]H 15.90 3.50 2.40 

4416JH 17.40 3.50 2.80 

4418 17.50 3.90 2.80 

4518 19.30 3.90 3.20 

4618 21.20 3.60 

4224 20.70 6.00 2.00 2.90 | 11.50 
4324 22.50 6.00 2.40 3.40 | 15.30 
4326 22.90 7.00 2.40 3.40 | 15.30 





Screen list prices include ONE screen for EACH ven- 
tilator, and necessary screen clips. Screens have 16 mesh 
bronze cloth and steel frames, frames are painted one 
baked-on coat gray enamel. 

Fin list prices include attachment to windows before 
shipment. We recommend the use of fins for brick ve- 
neer and masonry installations. 

Wood surround list prices include wood screws for at- 
tachment to windows. Wood surrounds are not painted. 
For prices of wood surrounds attached to windows be- 
for shipment, see page 28. 

Tempryte Insulating Windows list prices include double 
strength glass and shop glazing. Casements are prepared 
for Tempryte Windows only when both are ordered at 
the same time. 


Casement Casement Fin Wood Tempryte 
Unit Price Price Surround Window 
Attached Price 





4426 $24.70 . $2.80 i $20.20 
4428 25.30 J 2.80 : 20.20 
4528 27.10 : 3.20 : 24.65 
4628 28.20 “ 3.60 { 28.60 


6214VC 16.50 . 2.30 n 17.25 
6314VC 19.10 i 2.70 . 22.85 
6316VC 18.70 A 2.70 i 22.85 
6416VC 21.20 : 3.10 ; 30.20 
6418VC 20.90 5 3.10 5 30.20 
6518VC 23.70 : 3.50 5 37.00 


6618VC 25.50 5 3.90 i 42.90 


6224VC 23.20 i 2.30 z 15.10 
6324VC 25.90 A 2.70 . 20.00 
6326VC 26.10 H 2.70 i 20.00 
6426VC 28.80 : 3.10 F 25.30 
6428VC 29.20 ‘ 3.10 : 25.30 
6528VC 31.70 . 3.50 . 33.50 
6628VC 33.70 ‘ 3.90 ; 39.10 


6224JH 23.80 2.30 ; 17.25 
6324JH 26.30 A 2.70 2 22.85 
6326JH 26.60 A 2.70 3 22.85 
6426JH 29.00 A 3.10 2 30.20 
bert te 29.50 < 3.10 30.20 
6528JH 32.00 - 3.50 B 37.00 
6628 JH 33.80 F 5 4 42.90 


8224VC 25.10 6.00 2.60 4.10 18.25 
8324VC 28.50 6.00 3.00 4.60 24.60 
8326VC 28.70 7.00 3.00 4.60 24.60 
8426VC 31.80 7.00 3.40 5.00 31.90 
8428VC 32.30 7.80 3.40 5.00 31.90 
8528VC 35.50 7.80 3.80 5.40 40.00 














8628VC 37.50 7.80 4.20 5.70 46.65 
Sill Ventilators 

2182 11.00 EN 0.80 O:702 21 > ceives 

4182 12.50 3.00 0.80 ORT eo wchccuce 

41S$4 12.50 3.70 0.80 cay) aad Fe 

6184 15.00 3.70 0.80 O70 S| 

8184 16.60 3.70 0.80 Ay AS eee lamne ele 


Transom Units 
2214TH 15.80 3.90 1.70 BHO ith ee. 
4214THVC 18.20 3.90 2.00 | 
6214THVC 20.80 3.90 2.30 


STANDARD LIST EXTRAS 


SOLID BRONZE HARDWARE: 
(In place of standard Hardware) 
For each side hinged ventilator, add .................. $2.50 
For each sill ventilator, add .................. 
For each transom ventilator, add 
EXTRA MASTIC CEMENT: 
For mastic cement additional to quantity in- 
cluded with casements, add per pound .............. -30 





18 MESH SCREEN CLOTH: 
(In place of 16 mesh) 
For €ach screen, add 3.402.324 052) ae: $35 
TEMPRYTE WINDOW VENTILATORS: 
For each integral sill ventilator for Tempryte 
Windows; addi tose oss a 2 eM oe ee 3.65 
FOR FIXED CASEMENTS, see page 27. 
FOR MULLIONS, see page 28. 



































ROTO HM DESIGNS 
RESIDENCE STEEL CASEMENTS 
Stock Units Are Printed in Black 
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__ NOTES Mery e yayh GLASS SIZES 
DOA Tee ate Witeery opeaidd, siscy: Actus GLASS SIZES (For this page only) 
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hinges as viewed from the outside. When ordering ae 8, Sues ” =a Ya" x Ge 
single ventilator casements always specify whether C — 8%"x125% N —1774"x10% Y —1134"x10% 
right hand or left hand is required. D —1734"x1134” O —1774"x1054" B! — 11%4"x1034” 
SYMBOLS E —174%4"x12 " P — 854"x1254" D! — 114%4"x1134" 
: 3 F — 814"x1134" Q — 8%"xl2 ” E! — 11%"x1054” 
VC = Vents located in center of window. G —17%4"x103 R — 854"x103% Fl 10 “x12” 
H = Vents located at jambs of window. 2, Di pis es ae via ” 
R/L = Single ventilator casements which are made H — 844"x1l03% S — 84%"x10% H: — 834"x107% 
aithen hinged at right hand or hinged at I —1734"x105%” T — 854"x1134”" H, — 1714"x1074" 
(ote head are shown above.) igs 1754"x10 g Ur 854" x105/%" Bye 16%" x 956" 
TH = Ventilator hinged at top. K —175%"x105%” V —1774"x1134."” H, — 1634”x 954%” 

















LIST PRICES—ROTO HM DESIGNS 


Stock units, shown in black on page 20, are available 
for immediate delivery, all others are made on order 
and shipped from factory. 


Roto HM casements list prices include: standard finish 
hardware, as illustrated on page 12 for side hinged 
ventilators, locking handle and friction holders for sill 
ventilators, push bar for transom ventilators; mastic; 
glazing clips; wood screws and sill anchors for installing 
windows in wood frame or wood bucks; tapped holes for 
fixed screen clips; drilled holes, (two holes .169” 
diameter 1%” on centers in each upper corner) for 
standard shade and drapery brackets; bonderizing and 
one baked-on prime coat of gray paint. NO GLASS, 
PUTTY OR GLAZING IS INCLUDED. 











Casement Casement Screen Fin Wood Tempryte 
Unit Price Price Price Surround Window 
Attached Price Price 
K. D. 

1212 $10.90 $2.80 $1.60 $2.00 |$ 5.45 
1312 11.60 2.80 2.00 2.50 6.10 
1313 12.00 3.30 2.00 2.50 6.10 
1413 12.60 3.30 2.40 2.90 715 
1414 13.10 3.80 2.40 2.90 7.75 
1514 13.70 3.80 2.80 3.30 9.70 
1614 14.20 3.80 3.20 3.60 11.50 
HM2214 11.50 3.00 1.70 2.20 5.75 
HM2314 12.40 3.00 2.10 2.70 7.55 
HM2316 12.60 3.50 2.10 2.70 To 
HM2416 13.40 3.50 2.50 3.10 10.00 
HM2418 13.60 3.90 2.50 3.10 10.00 
HM2518 14.50 3.90 2.90 3.50 12.35 
HM2618 15.20 3.90 3.30 3.80 14.30 
2222 18.90 5.60 1.70 2.20 10.80 
2323 20.90 6.60 2.10 2.70 12.20 
2424 22.50 7.60 2.50 3.10 15.49 


3212VC | 13.50 2.80 1.90 2.30 16.20 
3312VC | 15.00 2.80 2.30 2.80 18.45 
3313VC | 15.10 3.30 2.30 2.80 18.45 
3413VC 16.60 3.30 2.70 3.20 23.40 
3414VC | 16.90 3.80 2.70 3.20 23.40 
3514VC 18.60 3.80 3.10 3.60 29.00 
3614VC | 19.70 3.80 3.50 3.90 34.50 


HM4214VC | 14.10 3.00 2.00 2.90 15.00 
HM4314VC | 15.70 3.00 2.40 3.40 17.90 
HM4316VC | 15.70 3.50 2.40 3.40 17.90 
HM4416VC | 17.40 3.50 2.80 3.80 | 23.20 
HM4418VC | 17.50 3.90 2.80 3.80 23.20 
HM4518VC | 19.40 3.90 3.20 4.20 28.65 
HM4618VC | 20.40 3.90 3.60 4.50 32.50 


HM4214JH 13.30 3.00 2.00 2.90 11.50 
HM4314JH 14.80 3.00 2.40 3.40 15.30 
HM4316JH 15.00 3.50 2.40 3.40 15.30 
HM4416JH 16.20 3.50 2.80 3.80 20.20 
HM4418JH 16.30 3.90 2.80 3.80 20.20 
HM4518JH 17.80 3.90 3.20 4.20 24.65 
HM4618JH 19.40 3.90 3.60 4.50 28.60 

















HM 4224 20.10 6.00 2.00 2.90 11.50 
HM4324 21.60 6.00 2.40 3.40 15.30 
HM4326 22.00 7.00 2.40 3.40 15.30 


Screen list prices include ONE screen for EACH ven- 
tilator, and necessary screen clips. Screens have 16 mesh 
bronze cloth and steel frames, frames are painted one 
baked-on coat gray enamel. 

Fin list prices include attachment to windows before 
shipment. We recommend the use of fins for brick ve- 
neer and masonry installations. 

Wood surround list prices include wood screws for at- 
tachment to windows. Wood surrounds are not painted. 
For prices of wood surrounds attached to windows be- 
fore shipment, see page 28. 

Tempryte Insulating Windows list prices include double 
strength glass and shop glazing. Casements are prepared 
for Yempryte Windows only when both are ordered at 
the same time. 











Casement Casement Screen Fin Wood Tempryte 
Unit Price Price Price Surround | Window 
Attachee Price Price 
K. D. 
HM4426 $23.50 $7.00 $2.80 $3.80 | $20.20 
HM4428 24.10 7.80 2.80 3.80 20.20 
HM4528 25.60 7.80 3.20 4.20 24.65 
HM4628 26.40 7.80 3.60 4.50 28.60 


HM6214VC | 15.60 3.00 2.30 3.40 17.25 
HM6314VC | 17.80 3.00 2.70 3.90 22.85 
HM6316VC | 17.40 3.50 2.70 3.90 22.85 
HM6416VC | 19.40 3.50 3.10 4.30 30.20 
HM6418VC | 19.10 3.90 3.10 4.30 30.20 
HM6518VC | 21.50 3.90 3.50 4.70 37.00 
HM6618VC | 22.80 3.90 3.90 5.00 42.90 


HM6224VC | 22.60 6.00 2.30 3.40 15.10 
HM6324VC | 25.00 6.00 2.70 3.90 20.09 
HM6326VC | 25.20 7.00 2.70 3.90 20.00 
HM6426VC | 27.60 7.00 3.10 4.30 25.30 
HM6428VC | 28.00 7.80 3.10 4.30 25.30 
HM6528VC | 30.20 7.80 3.50 4.70 33.50 
HM6628VC | 31.90 7.80 3.90 5.00 39.10 


HM6224JH | 22.90 6.00 2.30 3.40 17.25 
HM6324JH | 25.00 6.00 2.70 3.90 | 22.85 
HM6326JH | 25.30 7.00 2.70 3.90 | 22.85 
HM6426JH | 27.20 7.00 3.10 4.30 30.20 
HM6428JH | 27.70 7.80 3.10 4.30 30.20 
HM6528JH | 29.80 7.80 3.50 4.70 | 37.00 
HM6628JH | 31.10 7.80 3.90 5.00 42.90 


HM8224VC 23.90 6.00 2.60 4.10 18.25 
HM8324VC 26.70 6.00 3.00 4.60 24.60 
HM8326VC 26.90 7.00 3.00 4.60 24.60 
HM8426VC 29.40 7.00 3.40 5.00 31.90 
HM8428VC 29.90 7.80 3.40 5.00 31.90 
HM8528VC 32.50 7.80 3.80 5.40 40.00 
HM8628VC 33.90 7.80 4.20 5.70 46.65 
Sill Ventilators 





HM2182 11.00 3.00 0.80 LU ft es He 
HM41S2 12.20 3.00 0.80 OTD lic sates 
HM41S84 12.20 3.70 0.80 O20" |: 
HM61S4 14.70 3.70 0.80 O70) .1 tanks 
HM81S4 16.00 3.70 0.80 AU (eet 


. Transom Units 
HM2214TH 15.50 3.90 1.70 2.20 
HM4214THVC17.90 3.90 2.00 2.90 
HM6214THVC19.80 3.90 2.30 3.40 














STANDARD LIST EXTRAS 


SOLID BRONZE HARDWARE: 
(In place of standard Hardware) 
For each side hinged ventilator, add .................... $2.50 
For each sill ventilator, add _.................. ete O00 
For each transom ventilator, add .................... 2.00 
EXTRA MASTIC CEMENT: 
For mastic cement additional to quantity in- 
cluded with casements, add per pound 





18 MESH SCREEN CLOTH: 

(In place of 16 mesh) 

Hor, /@ach streén.! add: + "))..0 2. ese crate eee $ .35 
TEMPRYTE WINDOW VENTILATORS: 

For each integral sill ventilator for Tempryte 

Windows, add 
FOR FIXED CASEMENTS, see page 27. 
FOR MULLIONS, see page 28. 





SIMPLEX FM DESIGNS 


RESIDENCE STEEL CASEMENTS 
i} Stock Units Are Printed in Black 
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NOTES 


All windows are viewed from the outside. Dimensions 
shown are masonry opening sizes. Actual window sizes 
are 4%” smaller. See typical installation details. 
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TRANSOM UNITS 
goth RSE 478" 


apa 
2 EE EG 


221A1H. 4214-THVC 


GLASS SIZES 


6214-THVC 


GLASS SIZES (For this page only) 
All lights not lettered are size “A” 


— 8 


"x12 












Mullions: See mullion details. Hi — 85%" x 1074" 


‘ L ‘ : : Ba — S84 1286" H: 874" x 107% 
Handing of casements is determined by location of hinges — 85%" x12” H, 83/4." x 1074” 


tilator casements always specify whether right hand or 


as viewed from the outside. When ordering single ven- pa AY, 854” x 1134” H. 
left hand is required. 4 


— 11%" x 1134” A! 


SYMBOLS H — 834" x 1134” BY — 814" = 1134” 


either hinged at right hand or hinged at left hand. 
(Left hand are shown above.) 
TH = Ventilator hinged at top. 


VC = Ventilators located in center of window. — 85%” x 103%” Ct = 1134" 1134" 
JH = Ventilators located at jambs of window. g ae 852" x 1054” Di aie Sia’ 
R/L = Single ventilator casements which are made S — 834" x 103%" 

1 

Ww 








” 4) 
— 11%" x 103%” G' — 1134” x 105%” 
x — 1154" = 1054” Ht — 1154" x 1034" 








LIST PRICES—SIMPLEX FM DESIGNS 


Stock units, shown in black on page 22, are available for 
immediate delivery, all others are made on order and 
shipped from factory. 

Simplex FM casements list prices include: standard finish 
hardware, as illustrated on page 14 for side hinged 
ventilators, locking handle and friction holders for sill 
ventilators, push bar for transom ventilators; mastic; 
glazing clips; wood screws and sill anchors for installing 
windows in wood frame or wood bucks; tapped holes 
for wicket screen clips; drilled holes, (two holes .169” 
diameter 114” on centers in each upper corner) for stand- 
ard shade and drapery brackets; bonderizing and one 
baked-on prime coat of gray paint. NO GLASS, PUTTY 
OR GLAZING IS INCLUDED. 


Casement Casement Fin Wood 
Unit Price Price Surround 
Attached Price 





1212 $ 8.00 E $ 
1312 8.70 
1313 9.10 
1413 9.70 
1414 10.20 
1514 10.80 
1614 11.30 


2214 8.90 
2314 9.90 
2316 10.10 
2416 11.10 
2418 11.30 
2518 12.30 
2618 13.20 


2222 14.00 
2323 16.00 
2424 17.60 


0 
00 
40 
40 
80 
20 
70 
10 
10 
50 
50 
90 
30 
70 
10 
50 
3212VC 10.60 90 
3312VC 12.10 30 
3313VC 12.20 30 
3413VC 13.70 70 
70 
10 
50 
00 
40 
40 
80 
80 
20 
60 
00 
40 
40 
80 
80 
20 
60 
00 
40 


1.60 
2.00 
2 
2 
2 
2 
3 
a 
2 
2 
2 
2 
2 
3 
1 
2 
2. 
1 
2 
2 
2 
3414VC 14.00 : ; 
3 
2 
2 
2 
2 
2 
3. 
3 
2. 
2 
2 
2. 
2. 
3. 
3. 
2. 
2. 
2. 








3514VC 15.70 
3614VC 16.80 


4214VC 11.50 
4314VC 13.20 
4316VC 13.20 
4416VC 15.10 
4418VC 15.20 
4518VC 17.20 
4618VC 18.40 


4214JH 11.00 
4314JH 12.80 
4316JH 13.00 
4416JH 14.50 
4418JH 14.60 
4518JH 16.40 
4618JH 18.30 


4224 15.80 
4324 17.60 
4326 18.00 














40 





Screen list prices include one screen for each single ven- 
tilator and one single screen to cover two adjacent double 
ventilators, and necessary screen clips; screens have 16 
mesh bronze cloth and steel frames; frames are painted 
one baked-on coat gray enamel. 

Fin list prices include attachment to windows before ship- 
ment. We recommend the use of fins for brick veneer and 
masonry installations. 

Wood surround list prices include wood screws for at- 
tachment to windows. Wood surrounds are not painted. 
For prices of wood surrounds attached to windows be- 
fore shipment, see page 28. 

Tempryte Insulating Windows cannot be used with Sim- 
plex Casements. 


























Casement Casement Screen Fin Wood 
Unit Price Price Price Surround 
Attached Price 

K.D 

4426 $19.80 $ 7.20 $ 2.80 $ 3.80 
4428 20.40 8.40 2.80 3.80 
4528 22.20 8.40 3.20 4.20 
4628 23.30 8.40 3.60 4.50 
6214VC 13.50 4.20 2.30 3.40 
6314VC 15.90 4.20 2.70 3.90 
6316VC 15.60 4.80 2.70 3.90 
6416VC 18.10 4.80 3.10 4.30 
6418VC 17.90 5.20 3.10 4.30 
6518VC 20.80 5.20 3.50 4.70 
6618VC 22.70 5.20 3.90 5.00 
6224VC 18.30 6.50 2.30 3.40 
6324VC 21.00 6.50 2.70 3.90 
6326VC 21.20 7.20 2.70 3.90 
6426VC 23.90 7.20 3.10 4.30 
6428VC 24.30 8.40 3.10 4.30 
6528VC 26.80 8.40 3.50 4.70 
6628VC 28.80 8.40 3.90 5.00 
6224JH 18.00 8.40 2.30 3.40 
6324JH 20.40 8.40 2.70 3.90 
6326JH 20.70 9.60 2.70 3.90 
6426JH 23.10 9.60 3.10 4.30 
6428 JH 23.80 10.40 3.10 4.30 
6528Jh 26.30 10.40 3.50 4.70 
6628 JH 28.00 10.40 3.90 5.00 
8224VC 20.20 6.50 2.60 4.10 
8324VC 23.60 6.50 3.00 4.60 
8326VC 23.80 7.20 3.00 4.60 
8426VC 26.90 7.20 3.40 5.00 
8428VC 27.40 8.40 3.40 5.00 
8528VC 30.60 8.40 3.80 5.40 
8628VC 32.60 8.40 4.20 5.70 

Sill Ventilators 
2182 11.00 3.00 0.80 0.70 
4182 12.50 3.00 0.80 0.70 
4184 12.50 3.70 0.80 0.70 
6184 15.00 3.70 0.80 0.70 
8184 16.60 3.70 0.80 0.70 
Transom Units 

2214TH 13.20 4.20 1.70 2.20 
4214THVC 15.60 4.20 2.00 2.90 
6214THVC 18.20 4.20 2.30 3.40 











STANDARD LIST EXTRAS 


SOLID BRONZE HARDWARE: 
(In place of standard Hardware) 
For each side hinged ventilator, add ... 
For each sill ventilator, add 
For each transom ventilator, add .............000200..... 5.00 
EXTRA MASTIC CEMENT: : 
For mastic cement additional to quantity in- 
cluded with casements, add per pound ................ .30 





18 MESH SCREEN CLOTH: 
(In place of 16 mesh) 
For each screen, “add oto eet as $ .35 


FOR FIXED CASEMENTS, see page 27. 


FOR MULLIONS, see page 28. 

































































SIMPLEX HM DESIGNS 
RESIDENCE STEEL CASEMENTS 
Stock Units Are Printed in Black 
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BIZE HM231I0E 2525 


HM42I4JHE ” M4224 


HM43I4JH® = 1M4324 


A GB 


HM431GJHE M4326 





3413VC} HM4416JHE = 11M4426 





is14t M2516 3514 VC 


NOTES 


All windows are viewed from the outside. Dimensions 
shown are masonry opening sizes. Actual window sizes 
are %4” smaller. See typical installation details. 
Mullions: See mullion details. 

Handing of casements is determined by location of hinges 
as viewed from the outside. When ordering single ven- 
tilator casements always specify whether right hand or 
left hand is required. 


SYMBOLS 
VC = Ventilators located in center of window. 
JH = Ventilators located at jambs of window. 
R/L = Single ventilator casements which are made 


either hinged at right hand or hinged at left hand. 
(Left hand are shown above.) 
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GLASS SIZES 


GLASS SIZES (For this page only) 
All lights not lettered are size “A” 
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LIST PRICES—SIMPLEX HM DESIGNS 


RESIDENCE STEEL CASEMENTS 


Stock units, shown in black on page 24, are available 
for immediate delivery, all others are made on order and 


shipped from factory. 


Simplex HM casements list prices include: standard 
finish hardware, as illustrated on page 14 for side 
hinged ventilators; mastic; glazing clips; wood screws 


and sill anchors for installing windows in wood frame or 


wood bucks; tapped holes for wicket screen clips; drilled 




















Casement Casement Screen Fin Wood 
Unit Price Price Price Surround 
Attached Price 
K. D. 
1212 $ 8.00 $ 4.20 $ 1.60 $ 2.00 
1312 8.70 4.20 2.00 2.50 
1313 9.10 4.40 2.00 2.50 
1413 9.70 4.40 2.40 2.90 
1514 10.80 4.80 2.80 3.30 
HM2214 8.60 4.20 1.70 2.20 
HM2314 9.40 4.20 2.10 2.70 
HM2316 9.60 4.80 2.10 2.70 
HM2416 10.50 4.80 2.50 3.10 
HM2518 11.60 5.20 2.90 3.50 
2222 14.00 6.50 1.70 2.20 
2323 16.00 7.20 2.10 2.70 
2424 17.60 8.40 2.50 3.10 
3212VC 10.60 4.20 1.90 2.30 
3312VC 12.10 4.20 2.30 2.80 
3313VC 12.20 4.40 2.30 2.80 
3413VC 13.70 4.40 2.70 3.20 
3514VC 15.70 4.80 3.10 3.60 
HM4214JH 10.40 4.20 2.00 2.90 
HM4314JH 11.90 4.20 2.40 3.40 
HM4316JH 12.10 4.80 2.49 3.40 
HM4416JH 13.30 4.80 2.80 3.80 
HM4518JH 14.90 5.20 3.20 4.20 
HM4224 15.20 6.50 2.00 2.90 
HM4324 16.70 6.50 2.40 3.40 
HM4326 17.10 7.20 2.40 3.40 
HM4426 18.60 7.20 2.80 3.80 
HM4528 20.70 8.40 3.20 4.20 
HM6214VC 12.60 4.20 2.30 3.40 
HM6314VC 14.50 4.20 2.70 3.90 
HM6316VC 14.20 4.80 2.70 3.90 
HM6416VC 16.30 4.80 3.10 4.30 
HM6518VC 18.50 5.20 3.50 4.70 
HM6224JH 17.10 8.40 2.30 3.40 
HM6324JH 19.00 8.40 2.70 3.90 
HM6326JH 19.30 9.60 2.70 3.90 
HM6426JH 21.30 9.60 3.10 4.30 
HM6528JH 24.00 10.40 3.50 4.70 
HM8224VC 19.00 6.50 2.60 4.10 
HM8324VC 21.80 6.50 3.00 4.60 
HM8326VC 22.00 7.20 3.00 4.60 
HM8426VC 24.50 7.20 3.49 5.00 
HM8528VC 27.60 8.40 3.80 5.40 


holes, (two holes .169” diameter 114” on centers in each 
upper corner) for standard shade and drapery brackets; | 
bonderizing and one baked-on prime coat of gray paint. 
NO GLASS, PUTTY OR GLAZING IS INCLUDED. 


Screen list prices include one screen for each single ven- 
tilator and one single screen to cover two adjacent double 
ventilators, and necessary screen clips. Screens have 
16 mesh bronze cloth and steel frames; frames are 


painted one baked-on coat gray enamel. 


Fin list prices include attachment to windows before 
shipment. We recommend the use of fins for brick veneer 


and masonry installations. 


Wood surround list prices include wood screws for at- 
tachment to windows. Wood surrounds are not painted. 
For prices of wood surrounds attached to windows be- 


fore shipment, see page 28. 


Tempryte Insulating Windows cannot be used with 


Simplex HM casements. 


STANDARD LIST EXTRAS 


SOLID BRONZE HARDWARE: 
(In place of standard Hardware) 
For each side hinged ventilator, add .................... $1.00 


EXTRA MASTIC CEMENT: 
For mastic cement additional to quantity in- 


cluded with casements, add per pound ................ .30 
18 MESH SCREEN CLOTH: 


(In place of 16 mesh) 


Fomeach screen, ada (fii. oe 35 


FOR FIXED CASEMENTS, see page 27. 


FOR MULLIONS, see page 28. 





FM AND HM DESIGNS—FIXED UNITS 


RESIDENCE STEEL CASEMENTS 
Stock Units Are Printed in Black 
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VCH T cH2 rm cua ' cho HE Tamera ' meng! HMCHG HMCHS 
F M DESIGNS H M DESIGNS 
GLASS SIZES GLASS SIZES 
Full Muntin Only Horizontal Muntin Only 
B — 854" x 125%" L — 834" %11%4" B —17%4" x 1254” L ITA" x 125%" 
Eos Bhat sis * N — 1134" x 1254" C — 178%" x 1254" M—17%4"x12” 
= Ber = 1134" O —11Y,"= 12 D —17%" x1134" N —177%" x 103%” 
F — 1154" x 1134” Q — 854" x 1034” F —175%"x12 ” O —177%4" x 105%" 
G — 834" x 1254" R — 85%" x 105%” G — 1754" x 103%” P= 1774"'s 1134." 
H — 834" x 1134" S — 8%" x 103%" H —17i4"x11i4" Vv — 1774" x 1154" 
$34" x 12° :* Te 834" x 105%" I —17i4" x 1054" W — 1754" x 1134" 
i G54" x 1104" W —11%4" x 1034” J —175%" x 1034” Yo 17g,” 
i) ors 854" x 1114” X —11i4" x 105%” Nes 175451054” 


Dimensions shown are masonry opening dimensions. Actual window sizes are 4%" smaller. See typical instal- 
lation details. 


Mullions: See mullion details. 








LIST PRICES 
FM AND HM DESIGNS—FIXED UNITS 


RESIDENCE STEEL CASEMENTS 


Stock units shown in black on page 26 are available for immediate delivery, all others 
are made on order and shipped from factory. 


Fixed casement list prices include: 2 
Mastic; glazing clips; wood screws and sill anchors for installing windows in 
wood frame or bucks; drilled holes (two holes .169” diameter 1144” on centers in 
each upper corner) for standard shade or drapery brackets; bonderizing and one 











baked-on prime coat gray paint. NO GLASS, PUTTY OR GLAZING IS 
INCLUDED. 
F M DESIGN H M DESIGN 
Casement Casement Fin Wocd Tempryte Casement Casement Fin Wood Tempryte 
Unit Price Price Surround Window Unit Price Price Surround Window 
Attached Price Price Attached Price Price 
K. D K. D. 
11 $2.50 $1.20 $1.50 $5.10 HM 21 $2.80 $1.30 $1.70 $5.10 
12 3.10 1.60 2.00 5.45 HM 22 3.40 1.70 2.20 5.75 
13 3.70 2.00 2.50 6.10 HM 23 4.20 2.10 2.70 159 
14 4.30 2.40 2.90 a9 HM 24 4.80 2.50 3.10 10.00 
14T 4.30 2.40 2.90 7.75 HM 24T 4.80 2.50 3.10 10.00 
15 4.90 2.80 3.30 9.70 HM 25 5.50 2.90 3.50 12.35 
15T 4.90 2.80 3.30 9.70 HM 25T 5.50 2.90 3.50 12.35 
16T 5.50 3.20 3.60 11.50 HM 26T 6.00 3.30 3.80 14.30 
21 2.90 1.30 1.70 5.10 HM 41 3.60 1.60 2.40 6.10 
22 3.70 1.70 2.20 5.75 HM 42 4.70 2.00 2.90 9.05 
23 4.60 2.10 2.70 7.55 HM 43 5.70 2.40 3.40 12.35 
24 5.40 2.50 3.10 10.00 HM 44 6.90 2.80 3.80 16.00 
24T 5.40 2.50 3.10 10.00 HM 44T 6.90 2.80 3.80 16.00 
25 6.20 2.90 3.50 12.35 HM 45T 8.00 3.20 4.20 20.00 
25T 6.20 2.90 3.50 12.35 HM 46T 9.00 3.60 4.50 23.30 
26T 6.90 3.30 3.80 14.30 
HM 61 4.60 1.90 2.90 10.85 
41 3.90 1.60 2.40 6.10 HM 62 6.00 2.30 3.40 12.70 
42 5.30 2.00 2.90 9.05 HM 63 7.50 2.70 3.90 17.10 
43 6.60 2.40 3.40 12.35 HM 64 9.00 3.10 4.30 25.30 
44 8.10 2.80 3.80 16.00 HM 64T 9.00 3.10 4.30 25.30 
44T 8.10 * 2.80 3.80 16.00 HM 65T 10.30 3.50 4.70 33.50 
45T 9.50 3.20 4.20 20.00 HM 66T 11.20 3.90 5.00 39.10 
46T 10.70 3.60 4.50 23.30 
HM 81 5.50 2.20 3.60 12.25 
61 5.00 1.90 2.90 10.85 HM 82 7.60 2.60 4.10 . 18.25 
62 6.90 2.30 3.40 12.70 HM 83 9.40 3.00 4.60 24.60 
63 8.80 2.70 3.90 17.10 HM 84T 11.40 3.40 5.00 31.90 
64 10.80 3.10 4.30 25.30 HM 85T 12.60 3.80 5.40 40.00 
64T 10.80 3.10 4.30 25.30 HM 86T 14.30 4.20 5.70 46.65 
65T 12.50 3.50 4.70 33.50 CIRCLE HEADS 
66T 13.90 3.90 5.00 39.10 HM CH2 5.90 2.80 10.20 14.00 
HM CH4 8.50 3.00 13.40 16.40 
81 6.10 2.20 3.60 12.25 HM CH6 13.10 3.50 21.30 29.60 
82 8.80 2.60 4.10 18.25 HM CH8 16.00 4.20 28.30 35.00 
83 11.20 3.00 4.60 24.60 
84T 13.80 3.40 5.00 31.90 
85T 15.90 3.80 5.40 40.00 
86T 17.90 4.20 5.70 46.65 
CIRCLE HEADS 
CH1 5.60 2.60 8.20 13.20 
CH2 6.00 2.80 10.20 14.00 
CH4 9.00 3.00 13.40 16.40 
CH6 14.10 3.50 21.30 29.60 
CH8 17.70 4.20 28.30 35.00 















































LIST PRICES 
MULLIONS, FINS AND WOOD SURROUNDS 


RESIDENCE STEEL CASEMENTS 


MULLIONS, FINS, WOOD SURROUNDS, EXTRA HEAD DRIPS 


Use prices listed below for actual piece requirements of mullions, fins and wood surrounds when mullions are used. 


SIZE BY LIGHTS IN WIDTH OR HEIGHT 








STEEL VERTICAL MULLION 
STEEL HORIZONTAL MULLION (see note) 
HEAD FIN 

JAMB FIN (per jamb) 
WOOD SURROUND VERT. MULLION 

WOOD SURROUND HOR. MULLION (see note) . 
WOOD SURROUND HEAD 
WOOD SURROUND JAMB (per jamb) .. 
WOOD SURROUND SILL 


EXTRA HEAD DRIPS 
(Prices of casements include drips over ventilators 
only. If head drips are wanted over fixed lights, 
they are priced extra.) 

CORNER MULLIONS 3.00 4.00 5.00 6.00 7.00 8.00 























Note: Sill ventilators can be bolted directly to the sill of casement windows, and no horizontal mullion is necessary. 





WOOD SURROUNDS ATTACHED 


Wood surrounds are sold “attached” only for local delivery from warehouses. 


(Wood surrounds type numbers correspond to the first two figures of the unit 
type numbers of casements; i.e., a 4426 casement uses a 44 wood surround.) 


WOOD SURROUNDS ATTACHED 























Type Price | Type Price | Type Price 
11 $2.30 31 $2.60 61 $3.70 
12 2.80 32 3.20 62 4.60 
13 3.30 33 3.70 63 5.30 
14 3.70 34 4.10 64 5.70 
15 4.10 35 4.60 65 6.20 
16 4.40 36 4.90 66 6.50 
CH1 9.70 CH6 22.80 
Zi 2.50 41 3.20 81 4.40 
22 3.00 42 4.00 82 5.60 
23 3.60 43 4.50 83 6.10 
24 4.00 44 5.00 84 6.50 
25 4.50 45 5.40 85 6.90 | 
26 4.80 46 5.90 86 7.20 | 
CH2 11.70 CH4 14.90 CH8 29.80 | 








RESIDENCE STEEL CASEMENTS 
TYPICAL INSTALLATION DETAILS 
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BASEMENT WINDOW BASEMENT WINDOW 
Top Hinged Unit Bottom Hinged Unit 





UTILITY STEEL WINDOW 


PRESSED STEEL COAL CHUTE 


BASEMENT WINDOWS 


Truscon Steel Basement Windows practically 
double the daylight in basements. The strong 
steel frame and slender muntin bars obstruct the 
very minimum of daylight and turn the basement 
into a bright and cheerful room which can be sub- 
divided into play room, laundry, den, etc. Steel 
Basement Windows never stick, leak or need re- 
pairs. Bonderized to prevent rust and with a prime 
coat of paint which lasts three to five times longer. 
Furnished in six standard sizes, either top or bot- 
tom hinged, as desired. 















BASEMENT WINDOW LIST PRICES 





Window Window Screen List Prices 
Glass Size Lights Opening Size List Price| 16 Mesh | 18 Mesh 


*10”x12” 





2 1’-1114%4"x1'- 3” | $4.90 | $2.80 | $3.15 

14”x20” 2 2’- 74%4"x1'-11" | 5.35 3.60 3.95 

10”x12” 3 2’- 914"x1'- 3” | 5.20 3.20 3:55 

*10"x16” 3 2'- 914"x1'- 7” | 5.45 3.40 3.25 
10”x20” 3 2'- 914"x1'-11" | 5.70 3.70 4.05 

12”x18” 3 3'- 31%4"x1'- 9” | 5.70 3.80 4.15 





* Top hinged ONLY. 


MULLIONS, for combining two or more base- 
ments in one opening, list each ........................ $1.00 


TEMPRYTE INSULATING WINDOWS, 
factory (plazed,. list €aeh: v.20..:./c..0scisccscseccoek $8.0 


UTILITY WINDOWS 


Truscon Utility Steel Windows are excellent for 
use in basements and garages. The narrow steel 
members and large glass lights (12” x 20” in ven- 
tilator; 13” x 20” in two fixed outside glass lights; 
12” x 20” in center fixed light) give maximum day- 
light. Furnished in one type, projecting in, as il- 
lustrated. Size: Width 3’-4”; height 3’-75%”. 


Utility windows are finished with a baked-on prime 
coat of paint. 


WARD OW tacseberecsSencdsiceesthic tee A Recesd isigs ae en ees $10.00 
Screen ——16 Meg hh jee gies eixdn gaara 4.00 
Bere et SACI sons a, 25s, ccasbcacissasds ez eteceoanteceoe ae 4.35 
| "EVEL Sc) « Wah Saree pS Pits neehae tSe oe athe NMRA ESTE Hie ERA OM ea 1.50 


COAL CHUTES 


Made entirely of heavy, rust-resisting, copper bear- 
ing pressed steel. They are furnished complete 
with positive spring latch, slotted hinges which 
hold the door open, and formed lugs which act as 
anchors for cementing in masonry openings. Size: 
frame 27” x 21%”; door opening 2214” x 1634”; 
depth 8” or 12”. 


ING; (830°... 2 $8.00 No. 1230 

















STEEL LINTELS 


Truscon Formed Steel Lintels are designed for use on all spans up to 
6'-3” where concentrated loads do not occur. They are used with wood 
windows as well as with steel windows. 


The continuous horizontal ribs and the turned edges provide much 
greater strength than plain formed angles of the same size and provide 
a proper bed for the brick and mortar. The 314” horizontal leg does 
not extend beyond the face of the brick. 


Truscon Hot-Rolled Lintels are made from new stock; no reclaimed 
material is used. These lintels are carried in stock, cut to standard 
lengths. 


BONDERIZED 


Both formed and hot-rolled lintels are bonderized and finished with a 
baked-on prime coat of paint which lasts three to five times longer. 





FORMED LINTEL HOT-ROLLED LINTEL 
314”x3%4”x1l Gauge 314”x4%4”x9 Gauge 4”x314"x75” Angle 
BO" 2. Gissee $0.85 5’-0” $2.60 ‘-6" $4.70 

eetiey 1.00 5'-6” 2.85 6'-0" . 5.10 
1.15 6-0” 3.05 6'-6” . 5.50 

L305 ORO Soo atevcis 3.30 7'-0” 5.90 

MAS Or) ee kccds 3.50 (bl ye eS 6.30 

eieasdvere 1.60 B20" ccasccaxce, G20 
86 accent 7.10 

00” snccieace 7.50 





RESIDENCE STEEL CASEMENT DOORS 


The Truscon Residence Casement Door with sidelight and transom 
units offers a choice of pleasing combinations for court or solarium 
openings, or for interior French doors. This product is not recom- 
mended for use as a main entrance door. 


Truscon Residence Casement doors are made of extra heavy steel sec- 
tions. Doors and sidelights have insulated double steel kick plates. 
Door leaves open outward only, and are locked by thumb-latch from 
the inside. Cylinder locks, permitting the door to be locked by key 
from the outside or inside will be furnished at extra cost. 


Standard hardware includes three steel butt hinges for each leaf; con- 
cealed bronze top and bottom bolts for the right hand leaf, (viewed 
from outside) and mortise lock with thumb-latch and bronze handles 
for the left hand leaf. 


Thresholds of extruded bronze are furnished at extra cost and only 
when ordered. 


LIST PRICES 





CASEMENT DOOR......$130.00 Mullion 4 lights horizon’l $4.50 
Side light 17D.... =. 12:20 Mullion 6 lights horizon’! 7.00 
Transom 41D...... ... 4.60 Fins 1 light vertical.......... 0.50 
Transom 61D...... 6.00 Fins 7 lights vertical.......... 1.60 
Transom CH4D.. «at 9100 Fins 4 lights horizontal.... 1.20 
Transoni (‘CHODE..<.c:-.4-..<- 15.30 Fins 6 lights horizontal... 1.40 
Mullion 7 lights vertical.. 8.20 Kins for. CH4D Rettcccncc: 3.00 
Ping, tor CHOD:...2.....2%5 $3.50 


+3-947--4 


Bronze Cylinders, ADD EXTRA 
FOR EACH CYLINDER 4. .2)Gesiieccnssstececesteccressinns $3.00 


(One required per door for locking by key from either the 
inside only or the outside only. Two required per door for 
locking by key from both inside and outside). 


Bronze Thresholds, ADD EXTRA 
POR) HACH: DOOR? a orssiccsccscxsccscthscetenrscads Secceertiacceccvess $15.00 


k— 6-102 —4 








HOT-ROLLED LINTEL 





FORMED LINTEL 





tte + 3-9%—+ be- 3-94) +4 
de g 
of AD CHAD 
60a 


(Bronze threshold extends across sill of door only, not STANDARD DOOR, = 17D 61D CHED 


across sidelights.) 


- STANDARD TYPES ano SIZES - 
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HORIZONTALLY 
PIVOTED 
STEEL WINDOWS 


Truscon Pivoted Steel Windows are adaptable 
to all types of industrial and commercial build- 
ings including warehouse, factory and storage 
buildings, garages, filling stations, etc. The 
slender but strong and rigid steel muntin bars 
admit the maximum of light to the interior. 
The windows are permanent and fireproof. They 
never stick, shrink, warp, or fail to operate eas- 


ily, regardless of climatic conditions. 


Pivoted Steel Windows are made of heavy, hot- 
rolled steel sections. The outside section is of 
angle shape, providing a 5%” anchorage at the 
masonry or mullion connection. ‘The intersec- 
tion of the horizontal and vertical member is a 
dovetail mitre rigidly interlocking the bars. All 
muntin bars, except where ventilators occur, 
are continuous from head to sill and jamb to 
jamb. Double contact weathering is provided on 


all four sides of ventilator. 


Screens: When screened openings are required, 
we recommend the use of Commercial Projected 


Windows and screens. (See page 36.) 





WIDE RANGE OF SIZES 


Truscon Pivoted Steel Windows are made in 
a wide range of types in 12”x18” and 14”x20” 
glass sizes to fill practically all building needs. 
They can be combined with standard mullions 


to fit almost any size of window opening. 














HORIZONTALLY PIVOTED 
STEEL WINDOWS 


CAM ACTING PUSH BAR 


Cam acting push bar hardware is furnished when 
the ventilator is within easy reach of the floor. The 
push bar is used for holding the ventilator open 
in any desired position and also for locking the 
ventilator. By folding the push bar back against 
the window and engaging it in the cleat, the ven- 
tilator is drawn up weathertight and locked. 
Unless otherwise specified, push bar hardware will 
always be furnished. 


SPRING LATCH AND CHAIN 


Spring latch and chain hardware is furnished when 
the ventilator is not within easy reach of the floor. 
A slight pull on the chain, which passes through 
the roller bracket fastened to the top of the ven- 
tilator, releases the latch and opens the ventilator. 
The ventilator is held open in any position by 
fastening the chain into the chain hook. Ventila- 
tors close and lock by gravity when the chain is 
disengaged. (In ordering always advise the sill 
height above the floor, so that correct amount of 
chain and correct type of chain hook may be sup- 
plied.) 


CAM LATCH AND CHAIN 


Cam latch and chain hardware will be furnished 
only when orders specifically ask for it. This 
hardware is an alternate to standard spring latch 
and chain. 








CAM LATCH HARDWARE 


For Ventilators Not Within 
Reach of Floor 


(Alternate for Spring Latch Hardware) 


GLAZING CLIPS 
P-1932 


Windows are to be glazed 
from the inside. Glass must 
be imbedded in putty (use 
steel window putty) to avoid 
direct contact with steel. 
The copper clad spring steel 
wire glazing clips, four per 
light, are then put in place, 
as shown, and the face putty 
applied. 

lass and putty are not fur- 
nished with windows. 





PUSH BAR HARDWARE 


For Ventilator Within Easy 
Reach of Floor 





SPRING LATCH HARDWARE 


For Ventilators Not Within 
Reach of Floor 
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HORIZONTALLY PIVOTED WINDOWS 


Stock Units Are Printed in Black 
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NOTES 

ALL FIXED LIGHTS 14x20’ GLA///IZE 
VENT CORNER LIGHT/ 13x19" GLAM /IZE 
VENT CENTER LIGHT/ 14x19" GLA SIZE 


ALL UNITS VIEWED FROM OUT/IDE 
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HORIZONTALLY PIVOTED WINDOWS 
LIST PRICES 


Stock units are shown printed in black on page 34. These types are carried in stock 
for immediate delivery. All other types, printed in red, are shipped from factory. 


PRICES INCLUDE: 

Cam Acting Push Bar, or Spring Latch and Chain or Gravity Cam Latch and Chain for each 
ventilator, glazing clips, and the necessary clamps, anchors or wood screws for installing win- 
dows in steel, masonry or frame. (See installation details on page 44). In ordering specify 
which ventilator hardware is desired and also the type of installation in which windows are to 
be installed. 

Prices also include one factory prime coat of baked-on gray paint. 


PRICES DO NOT INCLUDE: 
Glass, putty or glazing. 












12” x 18” Type 14” x 20” 12 x18" Type 14” x 20” 

$ 9.00 22140 $10.00 $16.00 44181 $18.00 
10.00 23141 11.00 12.00 45 14.00 
6.00 32 6.00 17.00 45141 18.00 
11.00 32160 12.00 18.00 45181 20.00 
7.00 33 7.00 18.00 45182 20.00 
12.00 33161 13.00 20.00 46181 22.00 
8.00 34 9.00 7.00 52 8.00 
14.00 34161 15.00 13.00 52160 14.00 
10.00 35 11.00 10.00 53 11.00 
15.00 35161 17.00 15.00 53161 16.00 
15.00 35162 17.00 12.00 54 13.00 
17.00 36161 18.00 17.00 54161 19.00 
6.00 42 7.00 15.00 55 16.00 
11.00 42140 12.00 20.00 55161 22.00 
13.00 42180 14.00 20.00 55162 22.00 
8.00 43 9.00 22.00 56161 24.00 
13.00 43141 14.00 15.00 62180 16.00 
15.00 43181 16.00 17.00 63181 19.00 
10.00 44 11.00 20.00 64181 22.00 
15.00 44141 16.00 23.00 65181 25.00 














For price information on pivoted window screens consult nearest Truscon District Sales 
Office. (See outside back cover for address.) 


MULLIONS AND COVERS 
(See page 41 for details) 




















No. Lights Mullion Cover No. Lights Mullion Cover 
High Price Price High Price Price 
2 @ 18” $1.50 $1.00 2 @ 20” $1.60 $1.50 
3 @ 18” 2.00 1.50 3 @ 20” 2.20 2.00 
4 @ 18” 2.80 2.00 4 @ 20” 3.00 2.50 
5 @ 18” 3.50 2.50 5 @ 20” 3.80 3.00 
6 @ 18” 4.30 3.00 6 @ 20” 4.60 3.50 











COMMERCIAL PROJECTED 
STEEL WINDOWS 


In the projecting type window, the ventilator, 
when open, does not extend beyond one face of 
the window plane. Projecting outward ventilators 
do not extend inside the window, while projecting 
inward ventilators do not extend outside the win- 
dow. Projecting outward ventilators are used 
where it is necessary to have free aisle space along 
the window wall, where shading is important, or 
where pipes, conduits, racks, etc. pass across the 
ventilator. Projecting inward ventilators are used 
when the building is close to the property line or 
when economical screening is required. Both 
types of ventilators permit cleaning of the outside 
of the glass from within. Ventilators are balanced 
on supporting arms and are held in any desired 
open position by forged brass sliding friction 
shoes. 


Where neat design and economy are the keynote 
of the construction, builders will appreciate the 
quality, appearance, performance and low cost of 
these windows. The projected feature is especially 
valuable when ventilation depends upon the nat- 
ural clearing off of vapor, smoke and stale air. The 
tilted ventilator acts as a deflector of the elements 
and can be kept open in all kinds of weather. 
Drafts are eliminated and a continuous change of 
air is obtained. 


Because of the similarity in appearance with Piv- 
oted Windows, Commercial Projected Windows 
can be used in the office section of an industrial 
plant with conformity to the general design. 
























COMMERCIAL PROJECTED 
STEEL WINDOWS 


HARDWARE 


All hardware for Truscon Commercial Projected 
Steel Windows is designed for maximum service, 
ease of operation and appearance. Handles are mal- 
leable iron, cadmium plated. Sets 200, 203 and 209, 
as illustrated, are standard. Spring latch and chain 
hardware can be furnished on outward projected 
ventilators when windows are shipped from fac- 
tory. Wire glazing clips and standard erection 
fittings are included in price. 


SCREENS 
P Bc ie SET 200 
Truscon wicket screen for outward projecting ven- Hand or Pole Operation 
tilators offers a new economy and convenience. For Outward Projecting Ventilator 


The screen is tightly fastened to the window with 
four thumb screws. The hinged wicket, built into 
the screen, allows plenty of room for the hand and 
arm to pass through, to open or close the window. 
(Wicket screens cannot be used for ventilators be- 
yond reach of the floor. Consult Truscon office 
for prices and details of special box screens for 
such conditions.) 


Projecting inward ventilators with fixed screens 
on the outside are recommended for all openings 
beyond reach of the floor and where conditions 
demand that no portion of the screen, however 
small, be opened when opening or closing windows. 


The screen is easily attached to the outside of the 
window from within the room. 


All screen cloth is 16 mesh bronze. All screen 
frames are electro-galvanized steel and receive one 
shop coat Bakelite gray enamel baked on. All 
screens are rewireable. 





SET 203 
Hand or Pole Operation 
For Inward Projecting Ventilator 




























































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































OUTSIDE FIXED SCREEN WICKET SCREEN SET 209 : 
For Inward Projecting For Outward Projecting Hand Operation 
Ventilator Ventilator For Inward Projecting Ventilators 
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Stock Units Are Printed in Black 
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LIST PRICES—COMMERCIAL 


Stock units, shown in black on page 38, are 
available for immediate delivery only with OUT- 
WARD Projecting main ventilators. All other 
units, and all windows with INWARD Projecting 
main ventilators are shipped from factory. 

The same window list price applies to windows 
with either OUTWARD Projecting or INWARD 
Projecting ventilators. 

List prices include standard finish hardware as il- 
lustrated on page 37; glazing clips; standard 


12” x 18” GLASS SIZE 






























Window Window Screen Price 
Unit Price 
Either All vents All Vents 
OUTWARD |OUTWARD | INWARD 
or Projecting Projecting 
INWARD Except 
Projecting As Noted 
22140 $13.00 $ 7.60 $ 5.60 
23141 14.00 7.60 5.60 





32160 15.00 8.60 6.50 
33161 16.00 8.60 6.50 
34161 18.00 8.60 6.50 
3423602 27.00 *13.60 11.50 
35161 19.00 8.60 6.50 
35162 19.00 8.60 6.50 
3523602 29.00 *13,60 11.50 
36161 21.00 8.60 6.50 
3623603 30.00 *13.60 11.50 
362614 31.00 17.20 13.00 


























42140 15.00 7.60 5.60 
43141 17.00 7.60 5.60 
44141 19.00 7.60 5.60 
4422402 28.00 *11.80 9.80 
45141 21.00 7.60 5.60 
4522402 30.00 *11.80 9.80 
46141 23.00 7.60 5.60 


4622403 32.00 9.80 











52160 17.00 i 6.50 
53161 19.00 8.60 6.50 
54161 21.00 8.60 6.50 
5423602 31.00 *13.60 11.50 
55161 24.00 8.60 6.50 
55162 24.00 8.60 6.50 
5523602 33.00 *13.60 11.50 
56161 26.00 8.60 6.50 
562614 36.00 17.20 13.00 








5623603 35.00 *13.60 — 11.50 





PROJECTED STEEL WINDOWS 


erection fittings; and one prime coat of gray paint 
baked on. 

Screen prices include one screen for each ventila- 
tor. Fittings are included and are shipped with 
screens. Screen cloth is 16 mesh bronze; screen 
frames are steel with one coat of baked enamel 
finish for inside screens and two coats for outside 
screens. Screen prices include preparation of win- 
dows in shop or warehouse for screens, when 
screen order is placed with window order. 


14” x 20” GLASS SIZE 


Window Screen Price 


Price 
Either All vents 
OUTWARD | OUTWARD 


or Projecting 
INWARD Except 
Projecting As Noted 
22140 $14.00 $ 8.20 $ 6.20 
23141 15.00 8.20 6.20 


32160 16.00 9.40 7.40 
33161 17.00 9.40 7.40 
34161 19.00 9.40 7.40 
3423602 29.00 *15.10 13.10 
35161 21.00 9.40 7.40 
35162 21.00 9.40 7.40 
3523602 30.00 *15.10 13.10 
36161 22.00 9.40 7.40 
3623603 32.00 *15.10 13.10 
362614 33.00 18.80 14.80 


42140 16.00 8.20 6.20 
43141 18.00 8.20 6.20 
44141 20.00 8.20 6.20 
4422402 * 29.00 *12.80 10.80 
45141 22.00 8.20 6.20 
4522402 | 31.00 *12.80 10.80 
46141 24.00 8.20 6.20 
4622403 34.00 *12.80 10.80 


52160 18.00 9.40 7.40 
53161 20.00 9.40 7.40 
54161 23.00 9.40 7.40 
5423602 33.00 *15.10 13.10 
55161 26.00 9.40 7.40 
55162 26.00 9.40 7.40 
5523602 35.00 *15;10 13.10 
56161 28.00 9.40 7.40 
562614 38.00 18.80 14.80 
5623603 38.00 *15.10 13.10 





All Vents 
INWARD 
Projecting 

















* Sill ventilators in these units always project INWARD. 


MULLIONS AND MULLION COVERS 









| 
No. Lights High | Mullion Price | Cover Price 










2 @ 18” $1.50 $1.00 
3 @ 18” 2.00 1.50 
4 @ 18” | 2.80 2.00 
5 @ 18” | 3.50 2.50 
6 @ 4.30 3.00 








(See page 41 for details) 





Cover Price 


No. Lights High Mullion Price 





STANDARD LIST EXTRAS 


Hardware Variations: 
Bronze hardware (Standard design only) 

MASE ety VOR gece ca, etch se ecco teats cade anaes $3.00 
Pole hook and 8 ft. pole, list each ....................------ 6.00 
Window cleaner anchors, list per window unit..... 2.50 
Provision for shade brackets: (Brackets must be fur- 

nished by others) 

(a) Open drilled holes, list per window unit...... 0.50 


FOR FIXED WINDOWS, SEE PAGES 34 AND 35, 


2 @ 20” $1.60 | $1.50 
S 20” 2.20 | 2.00 
4 20” 3.00 | 2.50 
5 20” 3.80 3.00 
6 20” 4.60 | 3.50 
(b) Tapped holes, list per window unit .............. $0.75 


(c) Shade bracket clips,—includes provision 
(2) ore (b), list per pair |... 56a 1.25 


18 Mesh Screen Cloth: 
For 18 mesh cloth in place of 16 mesh cloth, 
roa (4 IMS ot abe Sr 5 MR ee a ede Oe IEP ISP Ca 0.35 








SECURITY WINDOWS 


Truscon Security Windows are used in store buildings, 
warehouses and other buildings where adequate ventil- 
ation and protection against unlawful entrance is re- 
quired. The Truscon Security Window is a ventilated 
window and a fixed guard frame combined in one com- 
plete unit. The ventilator is bottom hinged and is 
equipped with friction side arms to hold the ventilator 
in any open position up to a maximum of 30° to 35°. 
The actual glass size of the guard lights is only 534” x 
18”, The ventilator lights are nominal 12” x 18”. (For 
actual size see schedule below.) In glazing, glass is 
placed in the ventilator lights and in the lights of 
the guard above and below the ventilators. The area 
covered by the ventilator is unglazed in the guard. 
Windows are inside glazed with steel window putty. 
Truscon copper clad wire glazing clips (4 per light) 
are included. Glass and putty are furnished by others. 
Nine sizes of Security Windows are carried in stock. 


SCREENS 


Truscon Standard Screens for Security Windows are 
carried in stock at the plant for immediate shipment. 
Screens have rewireable electro-galvanized 7” x 1” 
tubular steel frames and solid bronze 16 mesh (.0113” 
diameter) screen cloth. Frames shall be given two coats 
of baked enamel before shipment. Screen prices include 
all necessary screen attachment fittings and all neces- 
sary preparation of windows in factory (or warehouse) 
to receive screens. 


Windows will be prepared for screens only when screen 
order is included in window order. 


STOCK UNITS 


pee 4 eee eet <7 ee ety Se 

















64-1-12-1 641-134 104-1-20-1 
NOTE: ALL UNITS VIEWED FROM INSIDE 





Security Windows, Mullions and Screens 


Glass Sizes 



































i i List Price List Price List Price In Guard In 
‘Type snag pest of Windows | of Mullions of Screens Portion Ventilator 
% Lights Lights 
-4-0 2’-154,” 3'-154” $19.00 $1.50 $4.50 4—534"x18"| 2—11"x16” 
-8-0 2'-154” 4'-8” 22.50 2.00 6.00 4—534"x18"| 4—11"x17” Lights 
-6-0 3'-2” 3/-154” 21.50 1.50 5.50 6—534"x18"| 2—11"x16” 1—12”x16” 
12-0 32" 4'-8” 26.50 2.00 7.00 6—534,"x18” 4—11"x17" = 2—12"x17" 
-12-1 3'-2” 6-234" 29.50 2.80 7.00 12—534"x18"| 4—11"x17" 2—12"x17” 
16-0 4'-234." 4’-8" 30.50 2.00 8.00 8—53/4"x18"| 4—11"x17"” 4—12”x17” 
16-1 4-234." 6'-234” 34.00 2.80 8.00 16—534"x18"| 4—11"x17” 4—12”x17” 
10-3-1-20-0 5/-234,” 4’-8” 35.00 2.00 9.00 10—534"x18"| 4—11"x17”  6—12”x17” 
10-4-1-20-1 5'-23/4" 6'-234” 40.00 2.80 9.00 20—534"x18"| 4—11"x17"” 6—12"x17” 
62 Fixed 3'-2” 3'-15%" 7.80 1.502- Eh. ees 12—534"x18” 
83 Fixed 4'-234" 4/-8" 14.40 2.00 He Fe cas 24—534"x18” 





18 MESH CLOTH: 





Hor 18smesh cloth in place of 16.mesh ADD list per. screen ..2.00<535.cceico ice cesssecionc eteseleobaca cn ndssteluhesutiesibslecSeces $0.35 

















MULLIONS FOR HORIZONTALLY 


PIVOTED, COMMERCIAL PROJECTED 


AND SECURITY WINDOWS 


Standard steel mullions are used to join two or more 
window units side by side in the same opening. Each 
mullion used increases the masonry or steel opening 
width two inches. Mullion covers are normally used 
only when interior trim is more finished than in ordi- 


nary industrial buildings. 


The Following Dimensions Apply to Both Horizontally 
Pivoted and Commercial Projected Windows. 


OPENING WIDTH DIMENSIONS FOR STANDARD 
UNITS AND COMBINATION OPENINGS 


(Includes 2” mullion width for each mullion) 
































No. of No. of Arrangement No. of 
12”x18” Lights Sash and No. of Lts.} Mullions 14”x20” 
Glass Wide Units | wide each unit | Required Glass 
2’- 15% 2 1 2 None 2'- 554” 
ay a Kj 1 3 None 3’- 8” 
wos" 4 1 4 None | 4'-1034” 
5'- 234” 5 1 5 None 6'- 034” 
6'- 6” 6 2 Me, 1 7'- 6" 
8'- 634" 8 2 4,4 1 9'-1034” 
9’-10” 9 3 = ee: Fe z 11’- 4” 
10’- 714” 10 2 55 1 12'- 314” 
10’-1034" 10 s 3, 4, 3 2 12'- 63%" 
11’-1034” 11 2 4, 3, 4 2 13’- 834” 
11’-1034,” 11 3 B29,53 2 13’- 834” 
12’-111%” 12 3 4,4, 4 2 14’-11)%" 
13’- 2” 12 4 Byay al 3 15'<-2" 
13’-1114” 13 S) Spray 3 2 16’- 144” 
13’-1144" 13 3 4, 5,4 2 16’- 114” 
15’- 234” 14 4 3, 4,4. 3 3 17'- 634” 
16’- 0%” 15 3 By 55, 5 2 18’- 614” 
16’- 6” 15 5 Kas Fs on 4 19’- 0” 
17’- 314” 16 4 4,4, 4,4 3 19’-1114” 
OPENING HEIGHT DIMENSIONS 
No. of 
12” x 187 Lights 14” x 20” 
Glass High Glass 
3'-154" 2 at 554" 
4'-8" 3 5’. 2” 
6-234" 4 6’-1034” 
7’ 83/4" 5 8'- 63/4." 
9'-31%" 6 10’- 3%” 





























WINDOW DIMENSION Ba WINDOW DIMENSION 






TYPE T-1 ; 


For Windows 6’-238” or Less 
in Height 


(Dotted lines indicate mullion covers) 


W'\DOW DIMENSION 2° WINDOW DIMENSION 


TYPE T-2 


For Windows Over 6’-234” 
in Height 


(Dotted lines indicate mullion covers) 
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INDUSTRIAL DOORS AND 
PRESSED STEEL FRAMES 


Truscon Stock Type Steel Doors are made of 
carefully formed heavy gauge steel sections, rein- 
forced at the corners and electrically welded at the ] 
joints. Built to withstand hard usage, they are 
well adapted to the constant service required of 
doors in Factories, Warehouses, Depots, Garages, 
Service Stations and similar structures. 


The stiles, top and bottom rail are made from No. 
14 gauge steel tube, 5” x 134”. The corners are 
welded solidly and ground smooth. Sash panel 
doors are stock types, but solid panel doors will be 
furnished for shipment from Youngstown at same 
price. / 





Glass is set in bed putty and held in place by con- 






= tinuous glazing angles placed on inside. Glass and 


i putty not furnished. Pressed steel frames of heavy 
aa) 


construction are available for use with swing doors. 






They are reinforced at hinge points and masonry 
anchors are furnished. 


Orders for Swing type doors must clearly state 
whether single swing doors have hinges on left or 
right hand side and whether to swing in or out. All 


















































\ 
designations are based on viewing the door from 
the outside and facing it. Also, orders for double i 
swing doors must state whether swing in or out. i 
Orders for slide doors must state whether doors | 
are to be installed on the outside of the wall or on 
the inside of the wall. Also whether single slide / 
doors slide to the left or to the right, as viewed : 
from the outside. Double slide doors slide apart. 
= 
ee) WELDED [ 
GB \ 
= 
. poor pimeNSioN 
fgets DOOR OPENING _ ae 
Swing & Slide Swing Door Swing Door Slide Door 
sang Size of Door Size of Opening *Masonry Opening Size of Opening ripe 
0. 
* Width Height Width Height Width Height Width Height i. 
% 2670 Ve 554" 6-114" ie 6” a. 0” Dea had 0 Ale 14” Ae ” 6'-1014” 975"x16" 
8 3070 2’-1154” 6-114” 3’- 0” 1-20" 3’- 3” 7'- 144" 2'-9” 6'-1014" | 12%6”"x16" 
ri 3676 a 554" 7 Aes 5%” ce 6” 1 6” ais Q” yi Ty,” ar-3t i de 41 ” 10%"x19” 
% 4080 3'-1154" | 7'-1154" R700 810" A3" oa Bel” 3-9" 2 9 1gtAs | igre taaoY 
a 50-100 4’-1154 9’-111%4” 5'- 0” 10’= 0” 5-3" 10’- 1144” 4’-9” 9’-1014” |12 "x2214” 
8 5070 4'-1154" 6-114" 5/. 0” 7. 0” fe gr igh Ay 4'-9” 6'-1014” Oy "x16” 
8 6070 S-41s¢" | 6-156". | 6-0" |. 7-70" -|  G'-"3" *| 7-404" | + 500" | 62056") area i6" 
2 7076 6’-1154” vie 514" ie 0” 7 6” vies 3” wes 734" 6’-9” ie 41,” 101%"x19” 
= 8080 7'-115 A" 7 -1114" 8'- 0” Ye 0” re ati g'. 11Z0 7'-9" 7'-101 ” 1214"x22” 
a 100-100 9’-115%4” 9'-1114" 16’- 0” 10’- 0” 10’- an 10’- 114” 9’-9” 9’-1014” 12 "%2214" 





























*MASONRY OPENING DIMENSIONS APPLY TO USE OF TRUSCON PRESSED STEEL DOOR FRAMES 
42 








LIST PRICES 


INDUSTRIAL DOORS AND PRESSED STEEL FRAMES 
SERIES 31 
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2670 3676 4080 

Type 
Swing $42.00 $43.00 $48.00 $53.00 $67.00 
Frame 14.50 14.80 15.40 16.20 19.40 
Slide 70.00 72.00 83.00 86.00 107.00 

r 9-119 at 
F A11% " 

# HE | 

i | 

Hi 

Type 5070 100100 
Swing $95.00 $100.00 $112.00 $121.00 165.00 
Frame 18.30 18.80 19.80 20.80 24.60 
Slide 144.00 152.00 170.00 181.00 223.00 





Prices shown in tables above include the following items of hardware: 
Slide doors: Complete track equipment, hasp and staple, handles, floor guides and door stops. 
Swing doors: Hinges and top and bottom bolts for inactive leaf of double doors. 
NOTE: Swing door prices do not include lock or lever latch—See “Standard List Extras”. Slide 
door prices include hasp and staple for padlocking but no padlock is included or furnished. 
For other hardware refer to “Standard List Extras”. 


STANDARD LIST EXTRAS 
HARDWARE VARIATIONS: 
Cylinder Locks. 
One cylinder lock required per door opening.— 


(a) For swing doors. 
Witthiiron handles listeper jock c. eer it a le re ee $ 30.00 


Witn“bronze- handleamlest) perlock) 2-2-3 2 ee 34.00 
Lever Latch for swing doors (without padlock). 
I a NN Pe ciel ich ns ied enkrn enn lndnd evan Begucrnrtensabbomaphon ckatthe 4.00 


Bit Key Lock for swing doors. 
(Not furnished or attached on leaves exceeding 32 square feet in area) 
(a) With steel plated knobs and escutcheons, list per lock 20000000... sececcceeceeeeee eee 20.00 
(b) With wrought bronze knobs and escutcheons, list per lock 


Hook Back and Ring for swing doors. 
List per door leaf 


a 





INSTALLATION DETAILS OF 
HORIZONTALLY PIVOTED, COMMERCIAL 
PROJECTED AND SECURITY WINDOWS 











TO¢ BY OTHERS 
P-1900, CLAMP & 
BIB x1f'REMS & NUT 
as BY 1.S.Co. 


POR 24" ANGLE s 3 ours ABOUT i 
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WINDOW 
OIMEN SION 














WINDOW 


z 
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= 
i! 
~ 
= 
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P-2023R_ ANCHOR & 
4t026 FHMS 4 NUT 
Y T..S:Co. 


| 
| (ill, 


SS 


(= 
P-2026 ANCHOR 12° LONG> 


i P- 2027 ANCHOR 10" LONG 

P- 2028 ANCHOR 8' LONG 
P-2029 ANCHOR 6’ LONG 
P- 2030 ANCHOR.4$' LONG 


@) SILL q@) SILL 
CONCRETE OR.CONC. BLOCK, = STRUCT. STEEL OR MASONRY, 


DIMENSION 
































ANCHOR. 6 | 
4¥-20x8"FHMS § 
NUT By T.S.co. 


MULLION 
WINDOW 
DIMEN SION 
MULLION 
DIMENSION 

MULLION 





WINDOW 
DIMENSION 












-11}P:2024 ANCHOR * 
+, AL |Z520x8" FHMS |. *-, 
“jF|NUT BY TS.CO}.": | 








P-2046 ANCHOR. 
bY 1.5. ca 


NOTE: When ordering windows, 
the material and style of construc- 
tion of surrounding wall should be 
designated to permit shipment of 


anchors as necessary, i.e., Head 
#9, Jamb #2, Sill #7. 


WINDOW 
DIMENSION 











() JAMDb JAMDB 


BRICK. WITHOUT PLASTERU HOLLOW TILE § STUCCO 





Digitized by: 


INTERNATIONAL 


ASSOCIATION 
FOR 
PRESERVATION 
TECHNOLOGY, 
INTERNATIONAL 


BUILDING 
TECHNOLOGY 
HERITAGE 
LIBRARY 


From the collection of: 


NATIONAL 
BUILDING 
ARTS 
CENTER 


http://web.nationalbuildingarts.org 











EE LITE ETE ALLIS EY POON OMS TS NONE TERE LENG RD POET ARE eS 








OFFICES 
Albany, N. Y......... Vous sok aoa e 75 State Street 
Albuquerque, N. M....... 518-524 North First St. 
Altoona, Pa.........ccccecssscoees 112 Logan Ave. 
Atlanta, Georgia...... 610 Rhodes-Haverty Bldg. 
Baltimore, Md............. 330 West 24th Street 
Birmingham, Ala........... 1234 Martin Building 
Boston, Mass..........scsssee0 38 Chauncy Street 
Buffalo, Nii Wiss es ccs Roe ac 1400 Rand Bidg. 
Charleston, W. Va.....501 Vir’n Land Bank Bldg. 
Chattanooga, Tenn....... 1023-24-25 James Bldg. 
Chicago, Tile. s0icis ee ases 201 North Wells Street 
Cincinnati, Ohio.. “1026-28 Dixie Terminal Bldg. 
Cleveland, Ohio........ aac 3100 E. 45th Street 
Columbus, Ohio.......... 1000-04 Atlas Building 
Dallas, Texas......... 415 Construction Building 
Dayton, Ohio..........5... 30 So. Ludlow Street 
Denver; Color. ccs sks sca ses 820 Twelfth Street 
Des Moines, Iowa............. Hubbell Building 
Detroit, Michigan............. 615 Wayne Street 
WESte, PRG ct vncawas nancies 623 Virginia Avenue 
Fort Wayne, Ind....... 302 Old First Bank Bldg. 
Greensboro, N. C....935 Jefferson Standard Bldg. 
Harrisburg, Pa......... 600 North Second Street 
Houston, Texas.......... 823 M. & M. Building 
Indianapolis, Ind.......... 805 Union Title Bldg. 
Jacksonville, Fla....... 504-506 Hildebrandt Bldg. 
Kansas City, Mo......... 1009 Baltimore Avenue 
Knoxville, Tenn......... 309 Bankers Trust Bldg. 
Little Rock, Ark........... 603 Professional Bldg. 
Los Angeles, Calif...... .-5480 East Slauson Ave. 


Pressed Steel Division, 6100 Truscon Ave., Cleveland, Ohio 
Foreign Trade Department, Chrysler Bldg., 405 Lexington Ave., New York, N. Y. 


TRUSCON STEEL COMPANY 
SUBSIDIARY: REPUBLIC STEEL CORPORATION 
YOUNGSTOWN, OHIO 
Factories: Youngstown, Cleveland, Gadsden, Los Angeles, Walkerville, Ont. 


Louisville, Kye: ae Ma 633 So. Fifth Street 




















































Memphis, Penns :..>2 +.+..+-586 Shrine Building 
Miami, Fla......+..-+++++ 811-812 Langford Bldg. 
Milwaukee, Wis. ....-.6111-6115 Plankinton Bldg. 
Minneapolis, Minn........... 738 Baker Building 
Nashville, Tenn....... 801 Nashville Trust Bldg. 
Newark, N. J... ........ccceeees 605 Broad Street 
New Haven, Conn............-- 42 Church Street — 
New Orleans, La....... 1143 Canal Bank Building 
New York City, N. Y.........- 155 E. 44th Street 
Norfolk; Vaies .c0.c. 000s 22nd and Manteo Streets 
Oklahoma City, Okla...... 1 Northwest First St. 
Omaha, Neb...........5.. 851 Insurance Building 
Peoria, Ill...... 330 Central National Bank Bldg. 
Philadelphia, Pa......... 906 Architects Building _ 
Phoenix, Arizona..... .eeeeae-222 Luhrs Building ~ 
Pittsburgh, Pa............-. 2544 Oliver Building 
Portland, Oregon........ 2139 No. Kerby Avenue 


Richmond, Va.....+...++++ ..222 E. Broad Street 
St. Louis, Mo.........+ 1404-5 Chemical Building 
Salt Lake City, Utah....1526 S. West Temple St. 
San Antonio, Tex....909 Builders Exchange Bldg. 


San Francisco, Calif.......... 604 Mission Street _ 
Scranton, Pa........20seseeees 203 Colfax Avenue — 
Seattle, Wash..........--.+5- 907 Lloyd Building 
Syracuse, N. Y......-..00+. 642 Empire Building 
Toledo, Ohio...........- 220 Richardson Building 
Tulsa, Okla... <....ccvcvees oe wens 1400 S. Boston 
Washington, D. C....... 700 Investment Building 
Waterbury, Conn............ .....Hast Aurora St. 
Youngstown, Ohio........ 404 Republic Building 
@ 

WAREHOUSES 
Albuquerque, N. M..........- 518-524 N. First St. 
Birmingham, Ala.....Fourth Ave. So. & 32nd St. 
Boston, Mass.......-+++-- 345 Dorchester Avenue 
Buffalo, N. Y.......... Bailey Ave. & William St. 
Chattanooga, Tenn..........-.- 917-925 Carter St. 
Chicago, Ill..... ..W. 16th St. & So. Kostner Ave. 
Cincinnati, O.. “Dellway St. near Melbourne Ave. 
Cleveland, Ohio........... E. 8ist & Aetna Road 
Dallas, Texas....... Belleview Ave. & Austin St. 
Denver, Colo..........+s++ 1614 Wynkoop Street 
Detroit, Mich..........-++- 7485 Central Avenue 
Harrison, Ni J.033. cco. os 7th & Wilhelm Streets 
Indianapolis, Ind...... Division & Gillette Streets 
Jacksonville, Fla........... Third & Clark Streets 
Kansas City, Mo.......... 12th & Howell Streets 
Long Isl’d City, N. Y..Review Ave. & Howard St. 
Los Angeles, Calif.......... 5480 E. Slauson Ave. 
Milwaukee, Wis..........++ 1925 W. Canal Street 
Norfolk, Va...s.<s-.0.00- 22nd & Manteo Streets 
Oklahoma City, Okla......1 Northwest First St. — 
Omaha, Neb........ .16th & Leavenworth Streets 
Philadelphia, Pa......S. 16th & Washington Ave. 
Pittsburgh, Pa....... S. Fifth & Bingham Streets. 
Portland, Ore...........+- 2139 N. Kerby Avenue — 
San Francisco, Calif........1800 Carroll Avenue 
St. Louis, Mo.......... 1425-31 No. Second Street 
St. Paul, Minn...... Bradford & Endicott Streets — 
Washington, D. C........ First & K Streets, N. E. 
Youngstown, Ohio....... Truscon Steel Company 








5 eel 


To fill your order promptly and correctly we must have complete information. Please fill eutthiss* 
L F A S FE convenient Information Sheet and mail it with your order to the nearest Truscon District Office. You 
should list quantities; window or door type numbers and sizes; and merely check-mark other items. 
TRUSCON STEEL COMPANY. 


TRUSCON STEEL COMPANY — ORDER INFORMATION SHEET — YOUNGSTOWN, OHIO 


(This sheet is not an order in itself, but should accompany your regular order) 


RESIDENTIAL DOUBLE-HUNG WINDOWS—SERIES 188 


Pl Window Number *Furnish Screens? *Furnish Tempryte Windows? ee ee ee. ee 
Quantity and Type Half or Full? With Sill Vent or Without Sill Vent? Quantity Name and Size 








Half Sill Vent. No Sill Vent 

Sill Vent. No Sill Vent. 
Half Sill Vent No Sill Vent 
Half. Sill Vent No Sill Vent Shade Brackets, Anchors, Bronze Hdwe. 
Half Full Sill Vent No Sill Vent Pair Standard Shade Brackets 
Half Full Sill Vent No Sill Vent Pieces Anchors 
Half Full Sill Vent No Sill Vent Sets Bronze Hardware 


SCREEN CLOTH: *No. 18 Mesh in place of standard No. 16 Mesh 


RESIDENCE CASEMENT WINDOWS 























Design and Hinged. at *Furnish Wood Furmish *Furnish *Furnish Tempryte 


Quantity |. Catalog Number |Right or Left? Fi Surrounds? Bronze Hdwe.?| Screens? Windows? 
Wd. : Screen....|Sill Vent... Vent... 
Wad. ri Screen....|Sill Vent... Vent... 
Wd. s Screen....|Sill Vent... Vent... 
Wad. zn Screen....|Sill Vent... Vent... 
Screen....|Sill Vent... Vent... 
Wd. # Screen....|Sill Vent.... Vent... 
Wd. Br. Hdwe Screen....|Sill Vent... Vent... 
Wd. S’r Br. Hdwe Screen....|Sill Vent.... Vent... 
SCREEN CLOTH: #*No. 18 Mesh in place of standard No. 16 Mesh 


Some of the casement windows already listed above are to be arranged in bays as shown below. These are not additional win- 
dows, but are shown below only that correct size *mullions, and *fins or *wood surrounds, if ordered, will be furnished. 


EXAMPLE 
IMPORTANT: If wood surrounds are being 
used, indicate whether mullions are to be 
wood surround mullions or steel mullions. 
24181, 4428, 2418R 


Roto F BASEMENT WINDOWS 






































Quantity and Glass Size or at Bottom? Screens? Windows Basement Windows 


Number of Lights Hinged _ at Top *Furnish *Furnish Tempryte *Mullions for 


Screens Quantity 


Screens 
Screens 


SCREEN CLOTH: 
UTILITY WINDOWS COAL CHUTES 











*Furnish *Mullions for 


Quantity | Depth Size 
Quantity Window Type Screens? Utility Windows 


8” chute No. 830 
12” chute No. 1230 








HOT-ROLLED LINTELS 


Quantity i Quantity 








*These items are not included in window or base price and are furnished at extra cost only. Check as required. - 


See Reverse Side for Other Windows and Doors. 





HORIZONTALLY PIVOTED WINDOWS 

























Window Erection Fittin 





HARDWARE: Push Bar, Spring Latch or 


Glass Size 
12”x18” or 14”x20” 



































Quantity |Type Number Cam Latch? Sill Height? Use detail Paap aa behing 
Se apiadctiegtaomsanpinat oak be nabarttees che 12° 718% 1a 7 20 ot Pe Ba aead"s = PIS Nessie wobiel SELL: ape es 
igre ee ipo RACK Re a Sy Mer 9 Fe See ie posite ic * Pepa Ui aereaerics reales aa i SoA SE ae aos 
Sra tecead geminal sane fod 12° 718052 94" 7207 Pees ins ee & eae sessdccsd SM - Fp------| JD. sical MOREL Fhe oaseoas 


ity Sada rains Masti eloMeo: >, 12" / 18" 
vs a Dg 12” 48". 4" / 8 bean FUSS, Tate 
Petrnebiea Seas Mn 12" ie" 14" 720" ae kin 
BOIS Tabs beabis rom! 12? / ie". 118" 720" 


14 7205 Pe Bin 




































Window Project Out. *Prepare for 





















e Erection Fittings 
Quantity Type Glass Size or Shade Brackets? *Furnish Use detail numbers shown on 
Number 12”x18” or 14”x20” Project In. (see page 39) Screens? Page 44, 
Raisers, Reesor eae Sony 12/18" So) 14" / 205 Filer Sp ieaee] Digesecaal Coase EAS fy Ce Mage ii fe «el 6 | | «aaa 





EOI AEN "eC Ripe 12" /18"....:) 14"720" 0 Ee 
veterans 1207 18 T cAA 20" Sas ees 
Od cckedeapitina cesta h ncptcuensasayasyee pao) Le 7 LB de fe ca ins 


bole Screens... Hd, #.....)Jb. #...../Sill #...... 
sevsssa| Desssee] Cceseeee] Screens... Ha. #..../Jb. #.....{Sill #..... 





Sisdcahd Wacoaasel Ciao | OC COMS. ssf FAG.” Fe cca A fo Becee- ego ott Ba: 

RE eS Melee ama tig Swe = ine <a Abe eo ......f Hd. #.....1 Jb. #.....- "ae 

*WINDOW POLES: ................ 8 ft. pole and pole hook. SCREEN CLOTH: *No. 18 mesh in place of No. 16 mesh... 
*BRONZE HARDWARE: ................ sets for projecting outward; ................ sets for projecting inward. 

*WINDOW CLEANER ANCHORS: ................ PAILG AOR WINGOWE AVG is ore ye Te ee ee SS 











*“MULLIONS FOR HORIZONTALLY PIVOTED AND COMMERCIAL PROJECTED WINDOWS 
































Number of Lights High *Furnish 5 Number of Lights High *Furnish 

Quantity and Glass Size Covers? Quantity and Glass Size Covers? 
seas ikess DOA Ra out cons ae Taeee cate tee ag ee Rt Covers 
SSAESES fie cred ee hen SPRY Se Siay aa ONCE ee ee Re a gio ore Covers 

























Window *Furnish 





ERECTION FITTINGS *Mullions for 




















Quantity Number Screens? Use detai] numbers shown on Page 44 Security Windows 
Screens es Quantity Size 
Screens fj RAGS | accel B51 i Ss sachet! | ASR a: Sie 2 Lights High 
SSCLOCNG 512: EAs Fp acne De Pree) SUL PIS eed 3 Lights High 
Screens LUE eae | NE eee eee 4 Lights High 
SCREEN CLOTH: *No. 18 Mesh in place of Standard No. 16 Mesh................. 
SWING DOORS 













































eee Solid Beis oe 
Seprret Solid iiss 
Ae re Solid Pie gor se 
tabaci Solid ete cee 
*BRONZE HARDWARE: .._....W..........sets Cylinder Lock; -220.00.2. sets Bit Key Lock. 
*HOOK BACK AND RING: TOOK aC. Bnd MINES LOL COOLS CY Dee. 5.2. iada Sec sah scs sedi as on ah aah ee a 
SLIDE DOORS 
Door (Single Doors Only) Doors to be Installed Upper Panel, 
Quantity Type Slide Right on Outside or on Inside Sash Panel or 
Number ‘ Slide Left? Face of Wall? Solid Panel? 
Ontside 23 ee Erigtde 5 sesh et Saghe css c Sold: Ss 
(ntside on Pee hi ROSIGR est See ec WASH Se SOs os oe 
Outside 2-5 rs LET ERE een See an Sash oe. Ue: Ete 














*These items are not included in window or base price and are furnished at extra cost only. Check as required. 











icles alas cc teasciailll 











To fill your order promptly and correctly we must have complete information. Please fill dut this * 


p LE A S EF convenient Information Sheet and mail it with your order to the nearest Truscon District Office. You 


should list quantities; window or door type numbers and sizes; and merely check-mark other items. 
TRUSCON STEEL COMPANY. 


Pe Se EF ee ce Se On ee a oe tem coe Se Sem ae Se, ea SS aa Gin, te on ‘ewe Sow! a wis ey See ee ‘ue, Siw Sine one Sn at 6S oes rdw ee Vata re Pom, etm hens caries aw. mpgs. ans aee e. re, Se, adh Od fond vw. tw on fed uw nd Ca en esd gn ts a er ge 


TRUSCON STEEL COMPANY — ORDER INFORMATION SHEET — YOUNGSTOWN, OHIO 


(This sheet is not an order in itself, but should accompany your regular order) 


RESIDENTIAL DOUBLE-HUNG WINDOWS—SERIES 188 











. : s : 
Window Number *Furnish Screens? *Furnish Tempryte Windows? Mullions fot Double-Hung “Windows 


Quantity and Type Half or Full? With Sill Vent or Without Sill Vent? Quantity Name and Size 


Sill Vent No Sill Vent 
Full Sill Vent No Sill Vent 
Full Sill Vent No Sill Vent 
Full Sill Vent No Sill Vent Shade Brackets, Anchors, Bronze Hdwe. 
Full Sill Vent No Sill Vent a Pair Standard Shade Brackets 
Half Full Sill Vent No Sill Vent. Pieces Anchors 
Half Full Sill Vent No Sill Vent Sets Bronze Hardware 


SCREEN CLOTH: *No. 18 Mesh in place of standard No. 16 Mesh 


RESIDENCE CASEMENT WINDOWS 




















f Design and / _Hinged_at *Furnish Wood Fs tage *Furnish *Furnish Tempryte 
Quantity Catalog Number |Right or Left? i Surrounds? Bronze Hdwe.?| Screens? Windows? 
Wd. 2 Screen....|Sill Vent... Vent... 
Wad. & Screen..../Sill Vent... Vent... 
Wad. ‘ Screen....|Sill Vent.... Vent... 
Wd. 5 Screen....|Sill Vent... Vent... 
Wad. .| Br. y Screen....|Sill Vent... Vent.. 
Wd. Screen....|Sill Vent... Vent... 
Wd. - Screen....|Sill Vent... Vent... 
Wd. : ....-| Screen....|\Sill Vent... Vent... 


SCREEN CLOTH: *No. 18 Mesh in place of standard No. 16 Mesh 


Some of the casement windows already listed above are to be arranged in bays as shown below. These are not additional win- 
dows, but are shown below only that correct size *mullions, and *fins or *wood surrounds, if ordered, will be furnished. 


EXAMPLE 


IMPORTANT: If wood surrounds are being 
used, indicate whether mullions are to be 
wood surround mullions or steel mullions. 


2418L, 4428, 2418R 
Roto FM BASEMENT WINDOWS 









































Quantity and Glass Size or at Bottom Screens? Windows Basement Windows 


Number of Lights Hinged at To; *Furnish *Furnish Tempryte *Mullions for 
P 


Screens 
Screens 
Screens 





COAL CHUTES 
Quantity Depth Size 
| 8” chute No. 830 
12” chute No. 1230 


*Furnish : *Mullions for 
Screens? Utility Windows 





FORMED LINTELS HOT-ROLLED LINTELS 


Quantity Length Quantity Quantity Quantity 











*These items are not included in window or base price and are furnished at extra cost only. Check as required. 
See Reverse Side for Other Windows and Doors. 





HORIZONTALLY PIVOTED WINDOWS 


: : oe 
Quantity lye Hobe r2raldl Se te x20" we eee Use deta! gumbers shown on 

12”/18” 14” /20” 

12”/18” 14”/20” 

12”/18” 14” /20”" 

12”/18” 14” /20” 

12”/18” 14” /20” 

12”/18” 14” /20” 

12”/18” 14” /20” 


Window Project Out. *Prepare for Erection Fittings 


Quantity Type Glass Size or Shade Brackets? *Furnish Use detail numbers shown on 
Number 12”x18” or 14”x20” Project In. (see page 39) Screens? Page 44. 


12”/18” 14” /20" 
«| 12" / 18” 14” /20" 
---| 12" /18” 14” /20” 
--| 12" /18"...... 14” /20" 
12” /18" 14” /20" 





*WINDOW POLES: ................ 8 ft. pole and pole hook. SCREEN CLOTH: *No. 18 mesh in place of No. 16 mesh......... 
*BRONZE HARDWARE: ...............- sets for projecting outward; ................ sets for projecting inward. 
*WINDOW CLEANER ANCHORS: ...............- pairs for windows die pede RS ORR cis CS BEN UD Og SAREE pe 








*MULLIONS FOR HORIZONTALLY PIVOTED AND COMMERCIAL PROJECTED WINDOWS 



















Number of ae High *Furnish 


fae . b Number of Lights High *Furnish 
ani ass Size ‘overs? 


Quantity Quantity and Glass Size Covers? 






































Window 
Number 










ERECTION FITTINGS 
Use detai] numbers shown on Page 44 





*Mullions for 


Quantity Security Windows 


Screens? 





Quantity Size 


Screens , : Th MS Seance | ORR acai nak le 2 Lights High 


Screens 

























MSN SN DER eto tetcel VF Rude SPM 9 t/a Screens ; ; i wucticatssll ueRbelesewessin-<scaen| Oo LAGMESOR Ign 
eNO RN S96) | Pi ORS oat oa ie aes Screens Eula neal lecocsrnewecegescesieessn} Ae ig tS: HAgH 
SCREEN CLOTH: *No. 18 Mesh in place of Standard No. 16 Mesh................. 

SWING DOORS 

Door : 4 : Upper Panel, THAR er} Cylinder Lock, *Furnish 
; Swing In Hinged Right ta L 
e ncig Naver Swing Out? or Left? aid Peau Bie “Key Tock? Garces? 
ae eee el 2 2 se Saas Inc) Ont Res Be Sashic.= Solid... Cyl. aks + Degiceens) Bit KL..c..|. Framesec 
iy renee bal pe OG. cece eee eae ONS Se Toa cs | SOW Rdaecconeel BRIE DSUs, cs cl SU POIMOS. i 








Ae gees ol hee ee aad ce Tn fpOnt 22 Ro eek So Sash:.....2) Solid... Cyl Lac) Lev. Licicc} Bit KBs} Frames: cc. 
pen NS ae ae SL SMe Ine Outi got ie ae cal AGH ais tt BON Gias ce Rb PRG e Liseto| Bt Bookss.c.| PEAMeS.. es. 
*BRONZE HARDWARE: ....w 22. sets Cylinder Lock; -.0.0..000....... sets Bit Key Lock. 
*HOOK BACK AND RING: ...._w.... Hook Back and Rings for doors type ...............-.1.------sssscseeseeeeeoes- fot Seale Ra 
SLIDE DOORS 

















Door (Single Doors Only) Doors to be Installed Upper Panel, 
Quantity Type lide Right on Outside or on Inside Sash Panel or 
Number Slide Left? Face of Wall? Solid Panel? 









RRA co SET Re RET Solid 
Inside 











*These items are not included in window or base price and are furnished at extra cost only. Check as required. 

















x To fill your order promptly and correctly we must have complete information. Please fill dut this * 
re L FE A S FE convenient Information Sheet and mail it with your order to the nearest Truscon District Office. You 
should list quantities; window or door type numbers and sizes; and merely check-mark other items. 


TRUSCON STEEL COMPANY. 


veg aR 










































































TRUSCON STEEL COMPANY — ORDER INFORMATION SHEET — YOUNGSTOWN, OHIO 
(This sheet is not an order in itself, but should accompany your regular order) 
RESIDENTIAL DOUBLE-HUNG WINDOWS—SERIES 188 
‘ Window Number *Furnish Screens? *Furnish Tempryte Windows? “Mullions ‘for Double-Hung Windows 
Quantity and Type Half or Full? With Sill Vent or Without Sill Vent? Name and Size 
Falls Sill Vent......... ING BET: Went cs Bsa seh es a a a ee ee 
Paltz: Sill Vent......... ur S00 MR Ra SCRE | SCM Se ated agi Ze Reg ctr 
| Falls Sill Vent......... ING: Sul: Venticcsbu ese ine oe sce ng a 
Fail: Sill Vent......... No Sill Vent....... Shade Brackets, Anchors, Bronze Hdwe. 
SNP MEN he ay MEMES RR ees Half.........| Full........... Sill Vent.......... No Sill Vent....... Pair Standard Shade Brackets 
phot sum Sy Seng <7 cele tors ce Half........| Full..........| Sill Vent.......... No Sill Vent....... tiie Pieces Anchors 
Beas nonnemostdeokend aie eta cn oe tua dard es Full..........| Sill Vent.......|_No Sill Vent...... Sets Bronze Hardware 
SCREEN CLOTH: *No. 18 Mesh in place of standard No. 16 Mesh... 
RESIDENCE CASEMENT WINDOWS 
Desi | z - Furnish F : 
; esign and _Hinged_ at *Attach | *Furnish Wood Polished *Furnish *Furnish Tempryte 
Quantity Catalog Number Right or Left? | Fins? Surrounds? Bronze Hdwe.?| Screens? Windows? 


Br. Hdwe..... Screen....|Sill Vent....No Vent... 
Br. Hdwe..... Screen....|Sill Vent.../No Vent... 
Br. Hdwe.....;Screen....,Sill Vent....No Vent... 
Br. Hdwe....., Screen..../Sill Vent....No Vent... 
Br. Hdwe.....|Screen....|Sill  Vent...;,No Vent... 
Br. Hdwe.....|Screen...|Sill Vent.../No Vent... 
Br. Hdwe.....|Screen....|Sill Vent...;,No Vent... 
Br. Hdwe-:...|Screen....|Sill Vent....No Vent... 
SCREEN CLOTH: *No. 18 Mesh in place of standard No. 16 Mesh................. 


Some of the casement windows already listed above are to be arranged in bays as shown below. These are not additional win- 
dows, but are shown below only that correct size *mullions, and *fins or *wood surrounds, if ordered, will be furnished. 
EXAMPLE 


IMPORTANT: If wood surrounds are being 
used, indicate whether mullions are to be 
wood surround mullions or steel mullions. 


2418L, 4428, 2418R 


































































p , Roto FM BASEMENT WINDOWS 
* Number of Lights Hinged at Top *Furnish *Furnish Tempryte *Mullions for 
Quantity and Glass Size or at Bottom? Screens? Windows Basement Windows 





Screens... POOP Hg St Quantity 


Screens... 22) Proes  S  S S gan | ear eter mei ie a8 





























| Screens................. | BA 5c SERA RE SARI Oa ees eeeeete es 
# SCREEN CLOTH: *No. 18 Mesh in place of standard No. 16 Mesh................. 
UTILITY WINDOWS COAL CHUTES 
Quantit Window T: | bata Ml hg ed —Suastiy__| Depth Size 
y indow Type creens sees Pid spay SIS Pe Oe | 8” chute No. 830 
OEE EPEAT UTILITY WINDOWS a 1 5 Sa RAR oe Sea ear oe eae 12” chute No. 1230 













Quantity Length 














*These items are not included in window or base price and are furnished at extra cost only. Check as required. 


; See Reverse Side for Other Windows and Doors. 





HORIZONTALLY PIVOTED WINDOWS 





Window HARDWARE: Push Bar, Spring Latch or Erection Fittings 


Glass Size : 
Quantity |Type Number 12”x18” or 14”x20” Cam Latch? Sill Height? Use detail caer iy rar ideo 


12”/18”......|14” /20” 
12"/18"......|14" /20" 
12”/18”......|14” /20" 
12”/18"......|14” /20" 
12"/18"......|14” /20" 
12”/18”......14”/20" 
12” /18”......|14"/20" 
















































































Project Out. *Prepare for Erection Fittings 
Quantity T Glass Size or Shade Brackets? *Furnish Use detail numbers shown on 
12”x18” or 14”x20” Project In. (see page 39) Screens? Page 44. 
12° 718" 14”/20” Jb. # 
12”/18” 14” /20" ; Jb, <3 
12”/18” 14”/20”" . Jb. # 
12” /18”" 14” /20” Jb. # | 
.--| 12” /18” 14” /20” ; b. | 
*WINDOW POLES: ................ 8 ft. pole and pole hook. SCREEN CLOTH: *No. 18 mesh in place of No. 16 mesh............ 
*BRONZE HARDWARE: ................ sets for projecting outward; ............... sets for projecting inward. 
*WINDOW CLEANER ANCHORS: ................ ptera tor “witidewesty pe, ohana es ee 
*MULLIONS FOR HORIZONTALLY PIVOTED AND COMMERCIAL PROJECTED WINDOWS | 
Number of Lights High *Furnish Number of Lights High *Furnish 
and Glass Size Covers? Quantity and Glass Size Covers? : 
Site etre A Ste De ec ha aac eR SN he ac a ppicnarug Dp Sevsusanglacar Us comnedaciousecd COVETE. cay 
sey (3 EMR aehs OR 2 Ob a rare eae ti aee Seg fC 2g PREM SEAMS A] Penna: S842 chs SOM OROON Meee ee Pei Gaee ty Bea BORO rele ler Covers! oo ess: 
a a re ges dna waciruniico<cSionc Cae ws ocancastraee at MOOI MOM Mac a ea NE re gg bg ch cad capita neva co Sane siatinws - pnccamuanseseaunceoseed Covers 2250 
SECURITY WINDOWS 
Window *Furnish ERECTION FITTINGS *Mullions for 
Quantity Number Screens? Use detail] numbers shown on Page 44 Security Windows 
Be Saas oH geil BG ele a ce en a Screens E seeicca ||, Quantity: Size 
PEAS SRA ry a ge Seo sh pian Uo Re epee eee VEEN Screens F i PRA prod | PRR epes eee nemeepiinne ss BSE Yar he gs 2 at st 
sce UD i oe cial, SaaS Screens : ; i stsssseutatlfdbecthtustsersn non ona 3, LAGHtS eigh 
Resse RA EES (D8 OES SR eee © Screens : i SORES | FERRE Soe Se ries fe Sy 4 as Pe 
SCREEN CLOTH: *No. 18 Mesh in place of Standard No. 16 Mesh................. 
SWING DOORS 
Door . ; 3 Upper Panel, *HARDWARE: Cylinder Lock, *Furnish 
‘ S$ I H d Right 
Quantity | tye | swingtbutr | Tof‘tent® aby iy Be kee es yee 








sh Solid........] 7 eck: ~ L........| Bit K.L......| Frames 





aE RU Aas eee ON Re ee Sash | Solid........)}Cyl. L........| Lev. L........] Bit K.L......| Frames............. 
SPR tac Pann 122 eR EA! 6 a RSeGe BO 1s TGR BS SUMMER. fe Orppete died pat > Tt branes Solids.) Cyl) L..2....} Lev. -L.....c..| Bit K.L......| Framesinccc:.2. 
PRESAG, Likert Meth Pan. 8 SOR |. GT Ree 6 © Ghee Psapeeinil tT. te bee Solid......... is eh wait Keb. c.| Frames 2: 








*BRONZE HARDWARE: .. 
*HOOK BACK AND RING: 





} sets Bit Key Lock. | 
ee SE SEI Hook Back and Rings for doors type 








SLIDE DOORS 

















(Single Doors Only) Doors to be Installed Upper Panel, 
Type Slide Right on Outside or on Inside Sash Panel or 
Number Slide Left? Face of Wall? Solid Panel? 


Quantity 


Oise. se 
ate 2 See 
6 TES 7s CS aan a 


“These items are not included in window or base price and are furnished et extra cost only. Check as required. 


Inside 
Inside 














To fill your order promptly and correctly we must have complete information. Please fill but this” 
i LE h S FE convenient Information Sheet and mail it with your order to the nearest Truscon District Office. You 
should list quantities; window or door type numbers and sizes; and merely check-mark other items. 


TRUSCON STEEL COMPANY. 


rele adelante etl ett el et ed ee eee ee ee ee ee ee ee ee ee 


TRUSCON STEEL COMPANY — ORDER INFORMATION SHEET — YOUNGSTOWN, OHIO 
(This sheet is not an ordér in itself, but should acéompaty your regular order) 


RESIDENTIAL DOUBLE-HUNG WINDOWS—SERIES 138 









*Mullions for Double-Hung Windows 





E Window Numbér *Furnish Scréétis? *Furnish Tempryte Windows? 
Quantity and Type Half or Full? With Sill Vent or Without Sill Vent? Quantity Name and Size 


bigot) ere Sill Vént.......:. No Sill Vént. 
PH Ss) Sill Vént......... No Sill Vént. 
Fao Sill Vént......... No Sill Vent 
Falls) Sill Vérit......... No Sill Vént...... 
FQh-] Sill Vent......... No Sill Vent...... 
Full.......... Sill Vent......... No Sill Vént...... 
Full........| Sill Vent...) No Sill Vefit.... 






Shade Brackets, Atichors, Bronze Hdwe. 
Pair Standard Shade Brackets 








- ‘ Furnish ws * 7 
Design and Hinged at G *Furnish Wood i | #Furnish *Furnish Tempryte 
Catalog Number Right or Left? F S nds? pies Screens? Windows? 





‘Br. Hdwe...... Screen....|Sill Vent.../No Vent... 
Br. Hdwe... Scréen....|Sill Vent....No Vent... 
Br. Hdwe.....; Screen....|Sill. Vent....No Vent... 
. Sr’ds ‘Br. Hdwe.....; Screen.:..|Sill Vent:...No Vent... 
\Br. Hdwe.....|Screen....\Sill Vent.../No Vent... 
Br. Hdwe.....|Screen...|Sill Vent....No Vent... 
| Br. Hdwe.....| Sereen....|Sill Vent....No Vent... 
= Br. Hdwe.....| Screen...|Sill_ Vent....No Vent... 


SCREEN CLOTH: *No. 18 Mesh in place of staridard No. 16 Mesh... 


























Some of the casément windows already listed above are to be arranged in bays as shown below. These are not additional win- 
dows, but are shown below only that correct size *mullions, and *fins or *wood surrounds, if ordered, will be furnished. 


EXAMPLE 
IMPORTANT: If wood surrounds are being 
used, indicate whether mullions are to be 
es wood surround muliions or steel millions. — 
2418L, 4428, 2418R 


Roto FM BASEMENT WINDOWS 


















7 Number of Lights Hinged at To *Furnish *Furnish Tempryte *Mullions for 
Quantity and Glass Size or at Bottom Screens? Windows Basement Windows 


AEE, ASTER ll i as ceca strani ialase ee Te Top.........| Bot..........| Seteens...............| Temp. Wds,...02...0.-.00..-. em Se 
sccnszonecantopngecsenesdf oaankdpictvotedsite wesuecassren hae ad ROR Oke RORe.a3c Screens....2....2) Teiips Woes ise oa. Pitta Ge Bee 


Eanectonacenanensonivaachiatics isious «Sui dun biaet clas teatogee moda eek ie h toe IA uc hee? I Screéens................. 5 tapas esinnng ates ebanen rote cecens in Monee ome meee 

























| *Furnish 


: » “ Ate *Mullion for Quantity Depth Size 
i 6 ee i ee ee ee ee 8” chute No. 830 
; Ee sea a UTILITY winbowsl Screen.i.j.ine 3 > OUR SPENCE SS eRe NS as, OE ...| 12” chute No. 1230 
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HOT-ROLLED LINTELS 


Quantity 





Quantity 


*These items ore not included in window or base price ahd are furnished at extra cost only. Check cs required. 
See Reverse Side for Other Windows and Doors. 




















- 7 
HORIZONTALLY PIVOTED WINDOWS 
: e: : s 73 Erection Fittings 
Quantity [type Number} 12°18" er 14°x20” MARDW/tam Latch? Sif Height? Wor, dacall nemiese, Seva on 

diab ste Minas Mee ese ase be eo 12”/18”......|14"/20"..0.)P, Bin 8. Dick} Co Lit] Silas it} Hd. #24) Jboo g-....) Sills Fa. 
12”/18"......114” /20”...... PoBe id 8.0L... Co L.-J SU apes: ft.| Hd. #....... SDs FP ass. Sill #....... 
12” /18",.....)14"/207....... Pe Basa Sc Co Lessest.-ss SUM, aged--—- ft.) Hd. #....... Jb. #521... Sill #....... 
42”/18") 14° 720") Pe Bae SPS Faisal OF epee SUN cost. ft.| Hd. #......, Jb. #....... Sill #....... 
12”/18".....|14" /20"...... PB ae D5 fp dtancnsonsn Ci Teint ick | Reais Are ft.) Hd. #......, bP. Sill #....... 
12” /18"......]14" /20"......1 te > Seas Pel © ekereon Geils 52s. Silla ns... ft.) Hd. #....... Jb. #...... Sill #....... 
12” (18% es 14” /20"...... Py Bisse. Rss ildoselnskg Seg eee [2 Peete Rea ft... Hd. #......, ieee ee Sill 5. 





COMMERCIAL PROJECTED WINDOWS 

























Project Out. *Prepare for Erection Fittin: 


































Quantity Type Glass Size or Shade Brackets? *Furnish Use detail numbers shown on 
Number 12”x18” or 14”x20” Project In. (see page 39) Screens? Page 44. 
SAUTER DEL ROR aR teope Oa 12" /18".. 2447 20".....) Rae ci. Cod SPOONS...) Hd, #225) be fF. Sill: $e... 
Der arise a ees e oS Re, 12718" cu) 14" (207.22. iste Ime... @o...,-.| Diew.| C....-.4) Screens...) Hd, #....)Jb. #.....| Sill #2... 
ng mee hs | ar yas ase Gere 12" (AB. dG / 20 32-4 1 oof ine ta... bs...o) ec... Screens......Fid. 4...) Jb.o FF.) [ Sul FFs. 


Eppes tes 2 Ree eee Sale 12" (180 3. 1477207 = 1 Out... ae so. aa Dee. 





POR eR ah Cy ener ar oe $2" A182 ta as (20 avant ara anew freee Yee aig: eae seo eae 

*WINDOW POLES: ................ 8 ft. pole and pole hook, SCREEN CLOTH: *No. 18 mesh in place of No. 16 mesh............ 
 *BRONZE HARDWARE: ................. sets for projecting outward; ................ sets for projecting inward. 

*WINDOW CLEANER ANCHORS: ..2....2........ BIER 8 TOC WITAOW EYP 5. isaac sects ustnncn cnercu aggre gata ed estnecnbes. 





* MULLIONS FOR HORIZONTALLY PIVOTED AND COMMERCIAL PROJECTED WINDOWS 
























*Furnish 
Covers? 





Number of Lights High 
and Glass Size 





: Number of Lights High 
Quantity and Glass Size 


em 


Quantity 














Window ERECTION FITTINGS *Mullions for 
Quantity Number Use detail numbers shown on Page 44 Security Windows 
aadenasedatral satebentabhelsscdxnannciibtaccaied Runbuebsauaetanseg Ha, lb ae i ics ee So 
FUR Pac ee gles EE ...| Sereens Hoi # tot bs tt SU ele cte...f2 Lights: High 
Se oe Made ge Gemini: SRE a ee ea Screens 2 i Oe a TDs? Ses roa Bee acs | gael ta 3 Lights High 
geet Lats ABS 2 | eee oastaas ater Screens. Ha aie os. [eee eee = CULES SRR! | PARTS SII ai eceae 4 Lights High 
OTOP i SCREEN CLOTH: *No. 18 Mesh in place of Standard No. 16 Mesh................. 


SWING DOORS 


Upper Panel, *HARDWARE: Cylinder Lock, 
Swing In Hinged Right 1 ¥§ 
swing Our? | Tor belt Sona Pasa ae ee 





> *BRONZE HARDWARE: 22.0.0... sets Cylinder Lock; «0.0.0.0... sets Bit Key Lock. 
*HOOK BACK AND RING. ......00-00.... Hook Back and Rings for doors type 












: : SLIDE DOORS 


Single Doors Only) 
(Sinetide Right 


















Door Doors to be Installed 
“Type on Outside or on Inside 
Number Slide Lett? Face of Wall? 


Upper Panel, 
Sash Panel or 
Solid Panel? 


Quantity 















*These items are not included in window or base price and are furnished at extra cost only. Check as required. 








cies 280 


